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1. Disclaimer

1. The Company is not responsible for any damage caused by

force majeure (e.g. fire, typhoon, flood, earthquake or customer's

negligence, abuse or use in other unusual circumstances).

2.The Company is not responsible for the loss caused by the use

of non-standard connectors.

3.The Company is not responsible for any damage caused by the

wrong operation which didn’t follow the instructions of user manual.

2. Products List
o Jems o

1

2

Portable Power Station 1
AC Adapter 2
7909 connected wire for Vehicle's 12V Output 1

User Manual 1



3. Function Instructions

3.1 Function Description

Main Power On/Off Switch

LCD Screen

USB-C Output Port*2

Car Charger Output Port

USB-A Output Port*4
DC 5521 Output Port

DC Output Power
On/Off Switch

AC Output Power
On/Off Switch

AC Output Port
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3.2 LCD Screen Description

Battery capacity percentage

Fault warning Battery capacity circle

Discharging power
D display
Charging power
(] display
Charge&discharge SOH
time display B

#BBBV =USB-A =USB-C DC5521 port status

Car charge port status
Low temperature

AC port status protection
Cooling fan
USB-A
usB-C

High temperature protection

4. Direction of Use

The LCD battery capacity circle indicates the residual capacity.
The circle has been divided into 6 equal segments, accounting
for about 17%~35%~51%~68%~85%~100%. When discharging, the
blue segments of the circle will disappear according to the

real-time residual capacity.When recharging, the blue circle will be
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flashed in the clockwise direction, and the digital number will
show the real-time input charging power. After being fully recharged,

the whole blue circle will light up and remain stable, then please

unplug the adapter.

. CAUTION R R E TR .

1 ® There will be efficiency loss of the input power which displays
on the LCD screen.

® Please charge the product at the ambient temperature of
0-40°C.

® Must make sure that the connection is in good contact , and

adapter work normally, otherwise, it may cause potential

e = s ek e = s e e e = s ek e s = s e e s = h o =

safety hazards.
® In order to reduce the power consumption and prolong the i

battery lifetime of the product, please turn off all the switchesé

when it is not in use.

4.1 3 Different Recharging Ways
4.1.1 Standard AC Adapter

Please connect the 7909 input charge port of the product and wall

outlet with our standard 2*200W AC Adapter , it will take about 6



hours be fully charged.

PR WA 1IN L R -
1

: Please use our standard solar panels and adapters to charge!
ithe device, otherwise the device may not be charged:
'normally. In severe cases, the lifespan will be reduced, and;
Ethe device may be damaged due to short circuit. I
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4.1.2 Car Charger

Please connect the input 7909 charging port and the vehicle’s
12V cigarette output port with our standard 7909 transfer cable.
It will take at least 23 hours be fully charged.
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4.1.3 Solar Panels

ANDERSON Input: Connect 2*220 Solar Panels with
Anderson Y parallel cable, next connect Anderson Y parallel
cable with the Anderson input port on the right side of 2400
power station. At the point, the battery indicator bar on the
screen will start to scroll and the input power will be displayed,
indicating that the power station is charging. The solar power
is affected by the intensity of the light. The charging power
increases with the increase of light intensity, and the Anderson

port supports a maximum power input of 500W.

- CHRRE

220W Solar Panel

220W Solar Panel

- B

220W Solar Panel

NOTE: The power station can not be charged until all the

Anderson port is connected, supports up to 45V input voltage.
The 7909 DC port and the Anderson port can not be used at the
same time.



7909 Input: Connect 2*220W Solar Panels with the 7909 DC
input ports of 2400 power station. At the point, the battery
indicator bar on the screen will start to scroll and the input
power will be displayed, indicating that the power station is

charging. The charging power increases with the increase of

light intensity.

220W Solar Panel

(S

220W Solar Panel

Please use our standard solar panels and adapters to
charge the device, otherwise the device may not charge
normally. In severe cases, the lifespan will be reduced, and
the device may be damaged due to a short circuit.
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4.2 Discharge Output Instructions

Main Power Switch

POWER ON: Long press the main power button for 3 seconds,

the background light around the button will lit up , and the LCD

screen will light up too, the blue battery circle and battery
percentage will display.

POWER OFF: Long press the main power button for 3 seconds,

the background light and LCD screen will be off at the same time.




4.2.1 AC Output Instructions

When the main power button is turned on, gently press the AC
Output button, the icon in the LCD screen will lit up. It
means the function of this area can be used normally. Press this
button again, the icon will disappear, and the function of

this area will be turned off.

4.2.2 DC Output Instructions

When the main power button is on, press the DC button on the
left side of the function panel, USB-C and USB-A function can
be used normally, and the corresponding icons N —use-AleYyl
the LCD screen will lit up. Press the DC button on the right side
of the function panel, USB-C and USB-A function can be used
normally, and the corresponding icons EE , on the LCD
screen will lit up.Press the power button again, the

corresponding icons EIEmE, EIEE, and onthe LCD



screen will go out, and the functions in the area be turned off.
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4.3 LED Light Instructions

When the main power is on state, the power on/off button is on
the other side. Press once, 50% brightness, press twice,100%
brightness,then press thirdly, it will change to SOS flashing

mode, and press once more to power off.




5. Appliances Run Time Instructions

Appliances
I:l 30Wh Tablet PC 65.5 Times
=
] 10W Light 196 Hours
SEER  1200W Electric Frying Pan 1.6  Hours
Ig 1300W Microwave 1.5 Hours
E 500W Washer 3.9 Hours
Vg 60Wh Drone 33 Times
N~
[ ]
. 120W  Refrigerator 16.3 Hours
F1 1600W Hair Dryer 1.2 Hours

H 1000W Coffee Maker 2 Hours

110W 50" TV 18 Hours

fa? 40W CPAP 49 Hours



6. Frequency switching operation

1. In the power-on state, turn off the AC output, and press the
main power button & the DC button(USB output) at the same
time to enter the switching frequency menu;

2. Press the AC outuput button to switch the frequency, the
setting frequency will be flashing;

3. Long press the main power button to set the frequency,
SUC will be displayed if the setting is successful, and then

long press the main power button to exit the setting menu.




7. Storage and Maintenance

® \When the device is not in use, please turn off all switches to
reduce product power consumption and prolong the product
battery lifetime;

® Please keep the surface of the product clean, ensure that the
product does not contact gasoline, volatile oil, thinner,
kerosene, etc.,to avoid corrosion of the product shell;

® Please store the product in a dry, ventilated and dustless
environment, in a 0-40°C temperature range and avoid direct
sunlight;

® Please fully charged the battery before storage, and charge it
at least once every 3~6 months, to avoid dormancy of the
battery, which will affect normal use;

® |[f the product needs to be long-distance transported, please
keep the battery power between 40%~60%, otherwise there

will be potential safety risks.



8. Main Technical Specification

Output Technical Parameters

Rated Voltage 220~240Vac
Frequency 50Hz
AC Output
Rated Power 2400W
Peak Power 5000W
12v

DC 12V & Car Rated Voltage
lighter Output

Rated Power 10A
USB-A Output 5V/3A; 9V/2A; 12V/1.5A (18W Max) ; 5V/2A
USB-C Output 5VI3A; 9VI3A; 12V/I3A; 15V/3A; 20V/3A

Press once, 50% brightness, press again, 100%
LED Light brightness, then press again, it will change to SOS
flashing mode, and press once more to power off.

Input
Input Voltage 12V-45V
7909 Input Power 2*24V/200W
Anderson Input
Power 2*45V/500W(Single maximum input 500W)



Battery

Rated Capacity 2232Wh 697500mAh
Rated Voltage 46.5Ah; 48V
Battery Type LiFePO4
IP Grade IP21
Tevn\{g(rekrgt% re 0~40°C
Dimensions 16.5%10.6%12.3in(420%270%313mm)
Net Weight 45.61b(20.7kg)



9. Fault Code and Trouble Shooting

Code | Description | Performance | Trouble Shooting

£000  AC Short Circuit + ‘ Press the AC Output Power

i on/off button for recovery.
Protection flashing, no output v

Flashing icons indicates
Over Load =S + + ‘ which circuit overload. Press

E001 Protection i corresponding button for
flashing, no output recovery.
Related function
Battery Low ; ;
. v Ity icons flashing , Press corresponding button
oltage Corresponding for recovery.
Protection terminals no output
AC&DC Output run at the
AC&DC Output . same time, the total load power
£003 imuit | flashing, is over 2400W.Shut down the
run simuftaneousty, AC no output AC output, or lower down
system overload the load of AC output,priority

support the DC output.

Inverter output voltage too
E004 Inverter fault k= AC By ‘ high/low; Inverter over temperature;
flashing, no output ~ DC main line voltage too
high/low;Loaded current abnormal.

Charge over voltage protection;
‘ flashing, Discharge under voltage protection;
E005 BMS fault other function icons  High Temperature Protection;

Low Temperature Protection;

Can't lit up, no output
Short Circuit Protection.
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Haftungsausschluss

ORAYEN st nicht verantwortlich fir Schaden, die durch ho-
here Gewalt verursacht werden (z. B. Feuer, Sturm, Erdbe-
ben, Fahrlassigkeit des Kunden, Missbrauch oder Verwen-
dung in unublicher Art und Weise).

ORAYEN st nicht verantwortlich fir den Ausfall aufgrund
der Verwendung von Nicht-Standard-Verbindungen.
ORAYEN ist nicht verantwortlich fir Schaden, die durch fal-
sche Bedienung oder das Nichtbefolgen der Anweisungen
des Benutzerhandbuchs verursacht werden.

NME——
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Packliste

N

1x Power Station

2x Netzadapter

1x Verbindungskabel DC7909 zu 12V KFZ-Buchse
1x Bedienungsanleitung
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3. Funktionsanleitung

3.1. Funktionsbeschreibung

4 A
| Hauptschalter
POWERRLOW LCD-Bildschirm
5
2¢USB-C Ausgang . . - 12V KFZ-Ausgang
LN N
4x USB-A Ausgang }‘I_E _(\EEJ’"% 12V DC5521-Ausgang
Schalter fir AC : & " Schalter fiir DC
AC-Ausgang e .
N\ 2/ .
A\ 4
\ /
T I
N J
’
| 1
4 N\
( 0) Schalter fiir LED-Licht
LED-Licht
@IPOWERFLOW
e S
\ Z
.




2x Anderson Ladeeingang

2x AC7909 Ladegingang
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3.2. LCD-Bildschirm-
Beschreibung

Batteriekapazitat in Prozent

Fehlerwarnung — T Batteriekapazitat

)

Entladelertung

LIL| o)

a8 (18

Ladeleitung
Mins Hours /
Restzeit o N
BBV =UsB-A =USE-C I i* $ le car  (DC DC5521-Ausgang
KFZ-Ausgang

Niedrige Temperatur

Status AC-Ausgang

Kiihlgeblase

USB-A

USB-C

Hohe Temperatur




4.

Nutzungshinweise

Der LCD-Batteriekapazitatsring zeigt die verbleibende Kapazitat an.
Der Ring ist in 6 gleiche Segmente unterteilt, die etwa
17%~35%~51%~68%~100% entsprechen. Beim Entladen ver-
schwinden die blauen Segmente des Rings entsprechend der ver-
bleibenden Kapazitat in Echtzeit. Beim Aufladen blinkt der blaue
Ring im Uhrzeigersinn entlang des Kreises und die digitale Ziffer
zeigt die aktuelle Ladeleistung an. Nach vollstandiger Aufladung
leuchtet der gesamte blaue Ring konstant. Nach dem Aufladen zie-
hen Sie bitte den Adapter aus der Steckdose.

Achtung:

Bei der auf dem LCD-Bildschirm angezeigten Eingangsleis-
tung ist ein Leistungsverlust mit einzuberechnen.

Die Umgebungstemperatur beim Aufladen sollte 5~45°C
betragen.

Es muss sichergestellt werden, dass die Verbindungen ei-
nen guten Kontakt haben und der Adapter normal funktio-
niert. Andernfalls kann es zu einem Sicherheitsrisiko kom-
men.

Um den Stromverbrauch zu reduzieren und die Lebens-
dauer der Batterie zu verlangern, schalten Sie bitte alle
Schalter aus, wenn das Produkt nicht benutzt wird.

Bitte unsere Standard-Solarmodule und -Adapter zum Auf-
laden des Gerats verwenden, da das Gerat sonst moglicher-
weise nicht normal aufgeladen werden kann. In schwerwie-
genden Fallen verkurzt sich die Lebensdauer oder das Gerat
kann durch einen Kurzschluss beschadigt werden.



5. Lademoglichkeiten
5.1. Standard AC-Adapter

Ladung mit unseren Standard 2x 200 Watt AC-Adapter uber die
Steckdose und die DC7909-Eingange des Produkts. Eine volle Auf-
ladung dauert etwa 6 Stunden.

Achtung:

Bitte unsere Standard-Solarmodule und -Adapter zum Aufladen
des Gerats verwenden.

5.2. Auto-Adapter

Ladung mit unserem Standard DC7909-Transferkabel Uber den
DC7909-Eingang und den 12V KFZ-Anschluss. Eine volle Aufla-
dung dauert mindestens 23 Stunden.




5.3. Solar Panels

ANDERSON-Eingang: Verbinden der 2x 220W Solarmodule tber
das Anderson-Y-Kabel. Danach das Anderson-Y-Kabel mit dem
Anderson-Eingang auf der rechten Seite der Power Station verbin-
den. An diesem Punkt beginnt die Batterieanzeige auf dem Bild-
schirm zu drehen und die Eingangsleistung wird angezeigt.

Dies bedeutet, dass das Gerat aufgeladen wird. Die Solarleistung
wird durch die Intensitat des Lichts beeinflusst und die Ladeleis-
tung nimmt mit der Lichtintensitat zu. Jeder Anderson-Anschluss
unterstitzt eine maximale Leistungsaufnahme von 500 W.

220W Solar Panel

o« = (B

220W Solar Panel

Achtung:

Das Y-Kabels darf nur verwendet werden, wenn beide DC7909 Ste-
cker des Kabels verbunden sind.

Bitte unsere Standard-Solarmodule und -Adapter zum Aufladen
des Gerats verwenden.



7909-Eingang: Verbinden der 2x 220W Solarmodule mit den
DC7909-Eingangen der Power Station. An diesem Punkt beginnt
die Batterieanzeige auf dem Bildschirm zu drehen und die Ein-
gangsleistung wird angezeigt. Dies bedeutet, dass das Gerat aufge-
laden wird. Die Ladeleistung steigt mit zunehmender Lichtintensi-
tat.

A
T
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220W Sclar Panel

220V Solar Panel

Achtung:

Der DC7909-Anschluss und der Anderson-Anschluss konnen nicht
gleichzeitig verwendet werden.

Bitte unsere Standard-Solarmodule und -Adapter zum Aufladen
des Gerats verwenden.



6. Stromentnahme

Einschalten: Den Hauptschalter flr drei Sekunden dricken. Die
Hintergrundbeleuchtung um den Schalter und der LCD-Bildschirm
leuchten auf. Der blaue Batteriering und die Prozentanzeige der
Batterie erscheinen.

Ausschalten: Den Hauptschalter fiir drei Sekunden driicken. Die
Hintergrundbeleuchtung um den Schalter, der LCD-Bildschirm und
alle Ausgange und Verbraucher werden gleichzeitig ausgeschaltet.




6.1. AC-Ausgang

Wenn der Hauptschalter eingeschaltet ist und die AC-Ausgangs-
taste gedruckt wird, leuchtet das Symbol auf dem LCD-Bild-
schirm auf. Dies bedeutet, dass diese Funktion genutzt werden
kann. Wird die Taste erneut gedruckt, verschwindet das Symbol
und der Ausgang wird deaktiviert.




6.2. DC-Ausgang

Wenn der Hauptschalter eingeschaltet ist und die USB-C&USB-A-
Ausgangstaste auf der linken Seite gedruckt wird, leuchten die
Symbole und auf dem LCD-Bildschirm auf.
Dies bedeutet, dass diese Funktion genutzt werden kann.

Wenn der Hauptschalter eingeschaltet ist und die KFZ-Stecker-
und DC5521-Ausgangstaste auf der rechten Seite gedruckt wird,
leuchten die Symbole BINE und [T} auf dem LCD-Bildschirm auf.
Dies bedeutet, dass diese Funktion genutzt werden kann. Wird die
entsprechende Taste erneut gedruckt, verschwinden die Symbole
und der Ausgang wird deaktiviert.




6-3- LED-LiCht

Wenn der Hauptschalter eingeschaltet ist und die Taste der LED -
Leuchte auf der Ruckseite gedruckt wird, leuchtet die LED mit 50%
Helligkeit. Nach erneutem drucken, leuchtet die LED mit 100% Hel-
ligkeit und beim dritten Mal im SOS-Modus. Ein wiederholtes Dru-
cken der Taste schaltet die LED-Leuchte aus.




6.4. Entnahmetabelle

Symbole Gerate Betriebszeit/Ladungen
30Wh Tablet 66x
10W Licht 196 Stunden
1200W Elektroherd 1,6 Stunden
1300W Mikrowelle 1,5 Stunden
500W Waschmaschine | 3,9 Stunden
60Wh Drohne 33x

120W Kuhlschrank

16,5 Stunden

1600W Haarfohn 1,2 Stunden
1000W Kaffeemaschine | 2 Stunden
MOW TV 18 Stunden
——
@ 40W CPAP 49 Stunden




7.

Lagerung und Wartung

Wenn das Gerat nicht in Gebrauch ist, schalten Sie bitte alle
Schalter aus, um den Stromverbrauch des Gerats zu redu-
zieren und die Lebensdauer der Batterie zu verlangern.
Bitte halten Sie die Oberflachen des Produkts sauber und
stellen Sie sicher, dass das Produkt nicht mit Benzin, atheri-
schem Ol, Verdiinner, Kerosin oder ahnlichem in Beriihrung
kommt, um Beschadigungen oder Korrosion der Produkt-
schale und anderen Teilen zu vermeiden.

Bitte lagern Sie das Produkt in einer trockenen, bellfteten
und staubfreien Umgebung. Lagertemperaturbereich
0~30°C, direkte Sonneneinstrahlung vermeiden.

Wenn das Gerat fir mehr als 1 Monat gelagert wird, stellen
Sie bitte sicher, dass die Batterieladung zwischen 30%~70%
betragt und prufen Sie die Kapazitat alle zehn Monate.



8. Technische

Informationen

Ausgange
Nennspannung 220~240VAC
Nennleistung 2400W

AC-Ausgang Spitzenleistung 5000W
Frequenz 50Hz

DC 12V & KFZ-Ste- | Nennspannung 12V

cker Ausgang Nennleistung 10A

USB-A Ausgang 5V/3A; 9V/2A; 12V/1.5A (18W Max) ; 5V/2A

USB-C Ausgang 5V/3A; 9V/3A; 12V3A; 15V/3A; 20V/3A
(60W Max)

LED-Licht 7W bei 100% Helligkeit

Eingange

Eingangsspannung | 12V~45V

AC7909 Eingangs- | 2x 24V/200W

leistung

Anderson Ein- 2x 45V/500W (500W Max pro Eingang)
gangsleistung

Batter ie

Nennkapazitat 2232Wh | 697500mAh
Nennspannung 48V

Batterietyp LiFePO,

Allgemeine Information en

IP-Klasse P21

Arbeitstemperatur | 0~40°C

Dimensionen 42 x 27 x 31,3 cm

Gewicht 20,7 kg




9. Fehlercodes

Code | Beschreibung Verhalten Fehlerbehebung

E0O0 | AC-Kurzschluss- + & blin- | AC-Ausgangstaste driicken
Schutz ken, kein Strom flr die Wiederherstellung.

EO1 Uberlastschutz | ACJM(»)DC Blinkende Symbole zeigen

" ‘blinken, kein | @n, welcher Stromkreis

Strom Uberlastet ist. Die entspre-
chende Taste drlicken zur
Wiederherstellung.

E02 Schutz vor Batte- | Zugehorige Funk- | Drucken Sie die entspre-
rieunterspan- tionssymbole blin- | chende Taste zur Wieder-
nung ken, entspre- herstellung.

chende Ausgange
haben keinen
Strom

E03 | AC&DC-Aus- blinkt, AC- | AC- und DC-Ausgang lau-
gange laufen Ausgang kein fen gleichzeitig, die Gesamt-
gleichzeitig, Sys- | Strom lastleistung betragt Uber
tem Uberlastet 2400 W. Den AC-Ausgang

abschalten oder die Last des
AC-Ausgangs verringern,
um den DC-Ausgang priori-
tar zu nutzen.

E04 | Wechselrichter- + & blin- | Ausgangsspannung des
Storung ken, kein Ausgang | Wechselrichters zu

hoch/niedrig. Ubertempera-
tur des Wechselrichters.
DC-Netzspannung zu
hoch/niedrig. Belasteter
Strom abnormal.

E05 BMS-Fehler A blinkt, andere Schutz vor Uberspannung

Funktionssymbole
leuchten nicht auf,
kein Strom

beim Laden, Unterspannung
beim Entladen, hoher Tem-
peratur, niedriger Tempera-
tur und/oder Kurzschluss.




