
Explosion-Proof 

Electric Ventilation Fan
• 8” Fan, 115 VAC, 1/3 HP

• 10ft. Power Cord

• Built-In Sealed On/Off Switch, No Plug, user

wired per NEC requirements

• UL/CSA Approved Explosion-Proof for Class I,

Groups C and D, Class II, Groups E, F, and G

environments

• Weight:  19 lbs.

• 974 cfm, free flow

• 786 cfm, 15ft. duct, 1 - 90o bend

• 661 cfm, 15ft. duct, 2 - 90o bends

Model No. Description

CVF-8EXP Contractors Explosion-Proof Axial Fan

CVF-8X220 Contractors Explosion-Proof Axial Fan - 220 VAC,

50/60 Hz, ATEX approved motor

CVF15CANEX Contractors Explosion-Proof Canister Fan, includes CVF-8EXP

Fan, 15 ft conductive duct, conductive canister, no plug, user

wired per NEC requirements
CVF25CANEX Contractors Explosion-Proof Canister Fan, includes CVF-8EXP

Fan, 25 ft conductive duct, conductive canister, user wired per
NEC requirements

CVF15CANEX
WITH rEmoVAbLE dUCT CANISTEr

WEIGHT: 35 LbS.

The Conductive Saddle Vent® is 
now available in a low cost contractor’s kit

CVFEX15KIT
Kit Weight 64 Lbs 

CVF-8EXP

Model No. Description

CVFEX15KIT Contractors Ventilation Kit, includes CVF-8EXP Fan, 6 ft conductive duct

with conductive canister and 15 ft ccnductive duct, conductive Saddle

Vent®, conductive 90o elbow, and universal mount

CVFEX25KIT Contractors Ventilation Kit, includes CVF-8EXP Fan, 6 ft conductive duct

with conductive canister and 25 ft conductive duct, conductive Saddle

Vent®, conductive 90o elbow, and universal mount

Conductive Saddle Vent®

Ventilation Kits for Hazardous Locations
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Applications:
• Boiler Work
• Utility Companies
• Telecommunications
• Petrochemical Tanks
• Construction
• Electrical Transformers
• Maintenance
• Manhole Entry
• Tank Cleaning

Air Systems’ Conductive Saddle Vent® System provides optimal

safety for your confined space ventilation needs.  One part number

at one low price provides a high quality ventilation system with a

variety of applications for hazardous work environments.
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Fans meet OSHA 29 CFR 1910.303(a) and 1910.7 electric certification requirement.

Contractor Grade 
Explosion-Proof Axial Fans

The contractor’s series of ventilation fans is the latest addition to Air Systems’ ventilation product group. Known

for product quality and performance, Air Systems’ offers a rugged polyethylene ventilation line designed to

accommodate a variety of applications as well as demanding jobsite conditions at an economical price point. 

Confined Space Ventilation
Hazardous Location Ventilators
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