
INSTRUCTION MANUAL 
Model# 

Propane Fire Pit

IMPORTANT, RETAIN FOR FUTURE REFERENCE: READ CAREFULLY 

DO NOT RETURN THIS FOUNTAIN TO THE STORE

PLEASE READ THE FOLLOWING FIRST

CUSTOMER SUPPORT CENTER
Thank you for purchasing your new fountain.

Carefully check all packaging materials before discarding.
Do not assemble if there are missing pieces.

Should you encounter problems after following all the steps herein contained please contact our
Customer Support:   Call 1-888-227-3340 or email: customerservice@DekoLiving.com

Kindly provide the model #, place and date of purchase and a short description of the problem.

LIMITED WARRANTY
This product has a Three month’s Limited Warranty. This warranty is limited to the replacement of defective parts only. Labor 
charges and/or damage incurred during installation, repair, replacement as well as incidental and consequential damages 
connected with the above are excluded. Any damage to this product as a result of neglect, misuse, accident, improper installation 
or use other than the purpose SHALL VOID THIS WARRANTY. 
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Before performing a leak test, be sure that no sparks can occur and you are in a spacious outdoor 
area. Connect the propane gas tank to the regulator and turn the valve on the unit to the “off” 
position. Brush a soap and water mixture on all connections. Turn the gas supply on; if bubbles 
occur on any connection there may be a leak. If you smell gas or a leak is discovered turn the 
gas valve off, disconnect propane gas tank and do not use the appliance until the leak is 
repaired.

Do not use the heating unit without inspecting the gas hose. If there are signs of wear or abrasion 
you must replace the hose (if applicable). Pumice stones/lava rocks/LavaGlass could pop up and 
strike somebody’s face during the process of lighting this unit; stand away from the unit for the first 
20 minutes after igniting. Flame height should be a yellow/blue color between 2 - 10 inches in height.

Wait 50 minutes after extinguishing flame prior to placing a lid (if applicable) or protective cover on
heating item.

1.Make sure the control knob (M) is in the "OFF" position.
2.Open the door (C) and slowly open the valve on the propane gas tank by turning the knob
counterclockwise.
3.Close the door (C) on the body.
4.Push the ignition control knob in fully and rotate about 1/4 turn counterclockwise until a
click is heard, it may take several attemps to light the burner.

5.If ignition doesn't occur within a few seconds, release the control knob (M) and rotate
to the "OFF" position. Wait for 5 minutes for gas to clear and then repeat the above
lighting instructions.
6.To adjust the flame, turn the control knob (M) either clockwise or counterclockwise
depending on whether you want to lower or raise the flame.



1.Turn control knob (M) clockwise to the " " position; push and continue turning the
control knob (M) to the "OFF" position.
2.Close the cylinder valve on the propane gas tank if you don't intend to use it for a long time.




