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INSTALLATION
INSTRUCTIONS

for Hemisfyre Grill

PLEASE READ THROUGH THESE INSTRUCTIONS BEFORE
ASSEMBLING YOUR NEW HEMISFYRE

WARNING

When fully assembled, this unit weighs 245 lbs. 
Because some components are heavy, we strongly 

recommend that grill assembly be done by two 
able people. 
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BEFORE BEGINNING ASSEMBLY: It is 
imperitive that your grill is set up on a solid, 
level, non-fl ammable surface away from 
other fl ammable or heat-sensitive objects
or surfaces.

Please note that surfaces light in color (for 
example, light colored concrete or sandstone) 
may stain from heat, cooking oil, grease or 
run-o�  from rain. If planning to use on a 
wooden deck or patio, place a non-fl ammable 
grill mat or concrete tiles underneath the 
grill to prevent falling embers from making 
contact with the wooden structure.

1 Riser

2 Exterior Grate

3 Interior Grate

4 Cooktop

5 Bowl

6 Upper Leg Bracket

7 Upper Leg

8 Lower Leg

9 Lower Leg Bracket

Assembling Your Hemisfyre Grill

1. Place the Lower Leg Bracket (part 9) on stable, level ground. Shim the bracket if necessary to 
ensure total stability.

2. Fit the Lower Leg (part 8) into the Lower Leg Bracket with the center slot facing up.

3. Slide the Upper Leg (part 7) into the center slot of the Lower Leg, taking care not to causing any 
scratching.

4. Slide the Upper Leg Bracket (part 6) through the tops of the Lower and Upper Legs until level and 
centered.

5. Place the Bowl (part 5) onto the base.

6. Place the Cooktop (part 4) on top of the Bowl. Please note this is a very heavy part, and we 
recommend that it is lifted and placed by two able people safely.

7. Insert the Interior Grate (part 3) into the center of the cooktop.

8. Place the Exterior Grate (part 2) on top of the installed Risers (part 1).

9. Confi rm the unit is level and standing fi rmly on the ground.
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