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WRAITH MINI THERMAL
SPECIFICATIONS AND FEATURES

SPECIFICATIONS SM17001
Display Resolution 1024x768

Sensor Resolution  384x288

Magnification 2x Optical

Objective Lens 35mm

Mount Type Picatinny 

Detection Range 1400 Yds

Display Type OLED

Video/Audio Recording Yes

Battery 2xCR123

Dimensions 6.6 x 3.03 x 2.9 in

Weight 19.3 oz

Battery Life 3.5Hrs Video Mode/ 4.4Hrs Preview Mode

The Wraith Mini Thermal offers the same peerless quality 
of Sightmark’s Wraith Mini digital night vision models on 
a digital thermal riflescope. The new Wraith Mini Thermal 
comes equipped with a powerful 384x288 sensor resolution 
which enhances imaging algorithms to create a crisp picture, 
a 1024x768 OLED display, a built-in video recorder with sound 
to capture the best moments of a hunt and a battery life of 

3.5 hours on video mode and 4.4 hours on preview mode, the 
Wraith Mini Thermal proves to be a durable thermal scope 
with enhanced imaging capabilities and a long battery life 
for the field. With its 1400 yard detection range, 2x optical 
magnification and 1-8x digital zoom, the Wraith Mini Thermal 
is optimized for medium range engagements.

• 384X288 THERMAL RESOLUTION
• OLED DISPLAY
• 5 COLOR PALETTES
• 10 RETICLES
• 9 RETICLE COLORS
• LIGHTWEIGHT AND COMPACT

 FEATURES

BLACK HOT


