
DEFINING 
FEATURES
• High shock buffer
• Flexible woven composition

CONFORMITY:
Linear breaking strength 725kg
1,235kg system strength - 
combined strength of strap and 
buckle (LH-3976 or LH-3973)

ADDITIONAL FEATURES/
INFORMATION:
Strong as steel, soft as fabric.
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1 WOVEN POLYESTER 

STRAPPING

19MM X 500M
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FIRST FOR QUALITY

1  High density woven polyester
provides a highly versatile and flexible strapping, 
suited to a broad range of uses both on site and 
in the yard.

ACCESSORIES:

LH-3973
 

LH-3976
 

LH-2970
 

LH-2974
 

GT-1696

ORDERING INFORMATION
PART NO BREAKING 

STRAIN
STRAPPING 

WIDTH ROLL LENGTH CORE DIAMETER PACK QTY CASE WEIGHT

LH-3981 725kg 19mm 500m 78mm 2 rolls 24.8kg

SUITABLE INDUSTRIES

SCAFFOLDING  OIL & GAS  CONSTRUCTION  ROOFING  BRICKWORK  DEMOLITION  TRANSPORTATION  MAINTENANCE

3  Cardboard core
to maintain integrity of the roll.

2  When combined with the correct buckle
(LH-3976 or LH-3973) the strapping system has a 
strength of 1,235kg.


