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Key Features

The Prolink SmartCam Plus II (PIC3003WP) is a Full HD 1080P Smart Wi-Fi Pan/Tilt IP 
Camera. With its 110-degrees wide-angle lens and the additional night vision feature 
(clear visibility of up to 10 meters), the device enables users to capture sharp and clear 
moving objects both day and night – the perfect indoor monitoring device.
 
Prolink SmartCam Plus II can also be easily set up and connected to the wireless network 
with the Prolink mEzee mobile app, giving users full control to the device settings anytime, 
anywhere. With the built-in microSD card slot, videos can also be stored, and played back 
easily. Alternatively, recording can be saved directly to the cloud storage1. Other key 
features include motion sensor and push notifications, which alerts users when there is a 
motion event detected.

Smart Cam Plus II

Motion Detection
Select specific activity areas and 
receive instant push notifications 
when activities or movements 
are detected. 

Pan/ Tilt
Pan/Tilt gives user the ability to pan and 
tilt the camera to another coverage angle 
which you wish to see. Pan/Tilt control 
can be done through the Prolink mEzee 
App either locally in the same network, 
or remotely. 

Pan: 355O

Tilt  : 110O

Night Vision
IR LED distance at night vision 
up to 10m.

Wide Angle
Field of view of 110°.

Full HD
Full HD 1920 x 1080 resolution 
provides a clearer and 
brighter video.

Motion Tracking
Camera will track when it 
detects moving object.

Multiple Recording Methods
 Options to record video footage on either 
Cloud Storage, microSD card or even on 
your mobile. View and playback recorded 
videos via Prolink mEzee mobile app.
*Recording can only be directed to one place at any 
  given time, either micro SD Card or cloud

Full-HD Wireless 
IP Camera (Pan/Tilt)

2-Way Audio
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Compatible with:

iOSAndroid

Scan here to get free
Prolink mEzee app:

Easy Setup
Easy setup with no complicated router 
settings and zero network configuration

1. Download and run App on mobile/tablet 
2. Follow in-app instructions

You are done in 2 simple steps with no PC required
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Prolink
mEzee

NEXT
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H.264 compression; Max Resolution: Full HD 1920 x 1080 pixel

IP Camera, Power Adapter, Quick Installation Guide, Ceiling / Wall Mounting Kit

Motion detection; Push notification on iOS and Android devices

Built-in microphone and 1W speaker for 2-way communication

Multiple Recording Option:

1. Continuous recording to microSD card

2. Motion detection recording to microSD card

3. Manual recording to mobile device

4. Cloud Recording (optional1)

Reset Button

Beep voice, prompt for camera status

Micro USB Power Input

microSD card slot (up to 128GB)

Up to 10m range

Pan range: 355°; Tilt range: 110°

Wide angle 110°

1/2.7" Colour CMOS

Video

Recording

Package Contents

Physical Specifications

Alert Mechanism

Audio

Button

Voice Prompt 

Interface

IR-LED

Pan/Tilt Control

Field of View

Image Sensor

1Cloud Storage is hosted, managed, and may be chargeable by Prolink’s third party service provider (Tuya Smart Inc.). Charges incurred are between the user and Tuya Smart Inc.  
Prolink and its subsidiaries do not have the access to the user’s cloud storage account and are not liable for any disputes and/or issues between the user and Tuya Smart Inc. 

Wireless Frequency Band

Wireless Output Power

 Wireless Channels / Frequency

Wireless Channel Bandwidth

2.4GHz Wireless-N

Up to 20dBm

Channel 1 ~ 13 (2412 ~ 2472 MHz)

20MHz

Weight

Dimensions (L x W x H)

193g

88mm x 88mm x 101mm


