
Chronos Pump 
Controller 
Installation Guide

AUSTRALIA +61 7 3607 3797 
NEW ZEALAND +64 9 570 1919 pumpcontrols.co.nz

pumpcontrols.com.au

CONTROLLER SPECS:

The controller is rated to 200–260 VAC, 2.2kW, 50Hz. 

Rated to IP64

All electrical work must be carried out per required 

wiring regulations. 

Refer to attached wiring and circuit diagram when 

installing the controller. 

OVERVIE W:

The controller has an optional start/stop input, 

timer bypass input, and adjustable asymmetric 

timer setting. 



1. Remove the cover from the enclosure.
2. Connect a protected power supply, 

MCB, or RCBO as required to the Phase, 
Neutral, and Earth Supply terminals.

3. Connect the pump to the Phase, Neutral, 
and Pump Earth terminals. 

4. The controllers come with the Start/Stop 
terminals shorted out. If you are using 
a start/stop input to power the motor, 
remove the wire between these terminals 
and connect the input. The input should 
be a short circuit when you want the 
motor is to be energised. 

5. If you have a high-level or override input, 
wire it to the high-level terminals. If this 
circuit is shorted, it will energise the 
motor regardless of ON/OFF time. 

6. Set ON and OFF times per the 
instructions below. 

7. IMPORTANT: To stop condensation 
from forming, ensure conduits into the 
controller are fully sealed. 

Any questions about wiring? Please contact N2P Controls  |  AUSTRALIA +61 7 3607 3797  |  NEW ZEALAND +64 9 570 1919
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ON and OFF times can be set using the 4 
push buttons labelled in the diagram.

Set times will count down continuously 
regardless of Start/Stop or High-Level 
inputs, but the output is energised only when 
the ON time and Start/Stop input are active.

When first powered up, the ON time will be 
active. The default ON and OFF time is 999 
minutes and 59 seconds. 

You can enter set-up mode at any time by 
pressing Push Button 4. When you enter 
set-up mode, the output will be off, the 
LCD screen backlight illuminated, and a 
cursor shown under the numbers as in the 
screen below. 

In the set-up screen, Push Button 1 
increases the highlighted number by 1,  
and Push Button 2 decreases the highlighted 
number by 1. Push Button 3 selects the 
entered value and moves you to the next 
value to select.  Both times can be set 
anywhere from 1 second (000:01) to 999 
minutes and 59 seconds (999:59). 

Once you have entered the correct times, 
press Push Button 4 again to confirm. These 
times will be remembered by the controller, 
even when the power is turned off. Every 
time the controller is powered up, the stored 
ON time will start counting down. 

When not in set-up mode, the LCD screen 
will show the timers counting down. When 
the output is energised, an asterisk will 
appear at the top right. 

Anytime any of the Push Buttons is 
pressed, the LCD backlight will illuminate 
for 5 seconds.

Push Buttons 
1  |  2 |  3  |  4

Start/Stop Lvl 
Green LED

High Lvl 
Red LED

Any questions about configuration? Please contact N2P Controls  |  AUSTRALIA +61 7 3607 3797  |  NEW ZEALAND +64 9 570 1919

Set-up instructions
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These values are the 
minutes and can be 
set from 0mins to 
999mins.

These values are the 
seconds and can be 
set from 0s to 59s.
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*
Asterisk showing that 
output is energised.


