
   

INSTRUCTIONS: 
 
Congratulations!  You have purchased Surf Splash, the BEST device ever invented for washing sand and 
debris from the feet and lower legs and the ONLY automatic foot shower on the market.  For assembly and 
installation, please follow these instructions.    
The following items are included: 
     - Surf Splash unit         
     - 6” stainless steel inlet pipe                                                                
     - Garden hose adapter & rubber washer (1) 
Surf Splash operates off of water pressure.  No electricity is required. You may hard plumb the unit or 
simply hook it to a garden hose.  If you desire to connect to a garden hose, use Teflon tape or appropriate 
pipe sealant to attach the garden hose adapter to the inlet pipe, then screw the inlet pipe (with adapter 
attached) into the ½” coupling behind the side panel.  The coupling already has thread sealant applied inside it 
so hand-tightening the inlet pipe with adapter should be sufficient. (NOTE: If the inlet pipe with adapter is 
over tightened, this could rotate the valve, which has been carefully preset at the factory, thus causing the 
unit to not operate correctly.  If you desire to tighten the inlet pipe more than hand tight, you will need to 
hold the valve in place while tightening the inlet pipe.)  After attaching the inlet pipe with adapter, then 
connect to a garden hose. 
If you hard plumb the unit, it is recommended that you install a union or other quick disconnect so that the 
unit may be easily disconnected for cleaning underneath periodically, for winter storage or other purpose. 
After assembly and installation, test the unit by stepping onto the center of the platform.  It may take a 
few seconds for the water spray to fully develop.  Step off the platform to stop the water spray.  There will 
be a small amount of water dribble from the lowest nozzles for approximately 30 – 60 seconds.  This is 
normal drain down.  

Tips for Best Performance: 
 
1. Choose a location for placement of the unit that is flat and level. NOTE:  You may bolt down the unit 

if you desire using the four holes on the perimeter of the unit. 
2. Make sure that the water supply line has proper pressure. Surf Splash works best when connected to 

a water system with 45-60 psi.  Most public water systems are regulated within this range.    
3. Periodically, clean sand from underneath and around the unit by spraying water around and under the 

unit or by moving the unit and sweeping.  If the unit is placed upon a raised deck, it is recommended 
that the unit be mounted upon a fiberglass grate, if possible, to permit sand to fall beneath the deck. 

4. Be sure to winterize your unit when temperatures fall below 32 degrees Fahrenheit to avoid damage 
to your unit. 
 

If you experience a problem with 
your Surf Splash, DO NOT hesitate to contact us. 

(866)745-SURF or email at: support@surfsplash.com 

Thank you! Your complete satisfaction is our #1 goal! 


