
 

INSTRUCTIONS: 
 
Congratulations!  You have purchased a Surf Splash II, the BEST device ever invented for washing sand, 
grass and debris from the feet and lower legs, and the ONLY automatic foot shower on the market.   
 
For your convenience, the Surf Splash II comes with detachable arches for easy transport and storage.  
Before assembly, check to make sure the black O-ring seals are in place inside the connectors as shown 
in the picture below.  If not, look inside the shipping box for the missing seal(s) and insert inside the 
connector(s). To assemble, place the connectors located at the ends of each arch onto the white 
receivers located on the top of the Surf Splash II base so that the nozzles of each arch face inward. One 
arch will be seated over the Surf Splash logo and inlet hose and the other on the opposite side as 
pictured below.  Hand tighten the arch connectors onto the receivers so that they fit snuggly without any 
water leaking from the connector.  (Note: If there is any concern that children may attempt to loosen the 
connectors, the connectors may need to be tightened with large channel lock pliers.) 
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After assembly, turn on your water supply and test the unit by stepping onto the center of the platform.  It 
may take a few seconds for the water spray to fully develop.  Step off the platform to stop the water spray.  
If there is water leakage around any of the connectors, gradually tighten the connectors until the leakage 
stops.  After stepping off the platform there will be a small amount of water dribble from the lowest 
nozzles for approximately 30 seconds. This is normal drain down. (Occasionally, the full water spray may 
continue for a few seconds as the deck board returns to its normal form.) 
 

Tips for Best Performance: 

 
1. Place your Surf Splash II on a flat, level, non-slip surface so that it does not shift when in use.  If 

the unit seems to shift when stepped upon, reposition the unit until you find a slip proof location.  
If you are unable to find a location where your unit does not shift, please purchase a slip proof 
mat  through our online store at www.surfsplash.com.  Surf Splash Automatic Foot Showers, LLC 
shall not be responsible for injuries caused by placing the unit on an unstable and/or slick 
surface.  

2. Do not leave your Surf Splash II outdoors when temperatures are below freezing as plumbing 
components of the unit may crack and burst. 

3. Make sure that the water supply line has proper pressure. Surf Splash II works best when 
connected to a water system with 45-60 psi.  Most public water systems are regulated within this 
range.   Refer to the Troubleshooting Guide if you think your water pressure may be above or 
below 45-60 psi. 

4. Replace the spray nozzles annually.  
5. Periodically, clean sand, grass and debris from around the unit by spraying water on and around 

it or by moving the unit and sweeping.   
 

If you experience any problem with your Surf Splash II or have any questions, please do not hesitate 
to contact us. Please call (866)745-SURF or email support@surfsplash.com. 


