
TECHNICAL DATA SHEET 
RESIN8 CELL-CRE8OR™TDS 

 

SECTION 1: TECHNICAL INFORMATION 

 

1.1 Product identifier: 
 Resin8 CELL-CRE8OR™- Lacing & Cells for Resin Art 
1.2 Hammer Finish Additive for solvent systems 
 Composition:                       Solution of polymers in a hydrocarbon solvent, APEO free 

Appearance:                        Liquid 
Colour:                                  Yellowish 

  

SECTION 2: TYPICAL PROPERTIES 

2.1 Active ingredients:              approx. 100 %  
Viscosity:                              approx. 250 mPas  
Density at 20°C:                  approx. 0.82 g/cm³  
Flash point:                          > 67°C  
Solubility in water:              insoluble  
 
This information is intended as a guideline only and should not be used to issue specifications. Slight  
deviations do not affect application and capability of the product. For specifications, please consult the  
Certificate of Analysis. 
 
Properties/applications 
CELL-CRE8OR™is an additive for all common solvent systems. It provides the following properties:  
- Highly effective  
- High degree of pattern control  
- Good reproducibility  
- Effective in air dry and stoving paints  
 
Main applications:  
- Hammer finish patterns 

 

SECTION 3: RECOMMENDED LEVELS/USE 

3.1 CELL-CRE8OR™should be used as received. A level of 0,1 to 1,0% is usually sufficient to achieve the 
desired pattern. Cell Crea8or should be introduced during the final stages of manufacture and 
incorporated with stirring. A maturing period is sometimes required to allow full pattern development.  
 
Application is normally by air-assisted spray but CELL-CRE8OR™is also very effective in brushing paints. 
Pattern size decreased as the hammer finish additive concentration is increased and vice versa. Pin holing 
can occur with Hammer finish paints. This defect can be eliminated by the addition of METOLAT 150/100 
at very low levels. A concentration of 0,02 to 0,5% is usually sufficient. See METOLAT 150/100 data sheet 
for further details. The Hammer Finish pattern is achieved in paints using a non-leafing aluminum paste, 
the correct blend of high and low boiling solvents and a suitable additive such as Cell Crea8or. 
 
Starting formulations are normally available from resin suppliers. 
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SECTION 4: STORAGE/HANDLING 

4.1 CELL-CRE8OR™is not sensitive to freezing, but for better handling it should be stored between 5 and 
35 °C. As the product tends to separate it must be mixed before use. The minimum shelf life in closed 
containers is 15 months from the date of manufacture 

 

SECTION 5: PACKAGING 

5.1 Bottles holding 25ml or 50ml of product 

 

SECTION 6: IMPORTANT OBSERVATIONS 

 Notice to reader: 
 Our technical suggestions are based on data from many experiments and cannot represent a warranty of 

any kind as to their performance in other formulations. Customers must always verify our product’s 
performance in their own systems. This technical data sheet replaces all previous issues. 
 
To the best of our knowledge, the information contained herein is accurate. However, neither the above 
named supplier nor any of its subsidiaries assumes any liability whatsoever for the accuracy or 
completeness of the information contained herein. Final determination of suitability of any material is 
the sole responsibility of the user. All materials may present unknown hazards and should be used with 
caution. Although certain hazards are described herein, we cannot guarantee that these are the only 
hazards that exist. 

 

 The information contained in this safety data sheet is based on sources, technical knowledge and current legislation at 

European and state level, without being able to guarantee its accuracy. This information cannot be considered a guarantee of 

the properties of the product, it is simply a description of the security requirements. The occupational methodology and 

conditions for users of this product are not within our awareness or control, and it is ultimately the responsibility of the user to 

take the necessary measures to obtain the legal requirements concerning the manipulation, storage, use and disposal of 

chemical products. The information on this technical data sheet only refers to this product, which should not be used for needs 

other than those specified. 

 

 

 

  


