
1732-882-1500 luxrite.com

CRI
80

2

A15 A19

A-SERIES – FILAMENT
A15, A19

LED LAMP

A15
4W

40W WATT REPLACEMENT A19
6W

60W WATT REPLACEMENT

TRIAC

DIMMABLE

1.96”

3.46”

2.36”

4.29”
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ELECTRICAL

PHOTOMETRIC

INPUT VOLTS

120V

120V

120V

120V

DESCRIPTION

LED4A15/CL/27K/D

LED8A19/CL/27K/D

LED8A19/CL/30K/D

LED8A19/CL/50K/D

COST/YR

$ 0.48

$ 0.96

$ 0.96

$ 0.96

LIFETIME

10,000

10,000

10,000

10,000

EFFICACY

88

100

100

100

POWER

4

8

8

8

MODEL

LR21623

LR21612

LR21613

LR21614

WATT
REPLACEMENT

40

60

60

60

A15

A19

MODEL

LR21623

LR21612

LR21613

LR21614

DESCRIPTION

LED4A15/CL/27K/D

LED8A19/CL/27K/D

LED8A19/CL/30K/D

LED8A19/CL/50K/D

COLOR (CCT)

2700K

2700K

3000K

5000K

TEMP

WARM WHITE

WARM WHITE

SOFT WHITE

COOL WHITE

LUMEN

350

800

800

800

FLOOD

330º

330º

330º

330º

CRI

80

80

80

80

UL LISTED

YES

YES

YES

YES

FINISH

CLEAR

CLEAR

CLEAR

CLEAR


