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LED LAY IN
6” BACKLIT PANEL - CCT & WATTAGE SELECTABLE
6”X2FT, 6”X4FT, 6”X6FT, 6”X8FT

CRI
80

5
0-10V

DIMMABLE 120-
277V BACK

LIT

COLOR SELECTABLE

3500K 4000K3000K 5000K

6” X 2FT

13W 16W 20W

LR24281
6” X 4FT

18W 28W 40W

LR24283

6” X 8FT

37W 57W 80W
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6” X 6FT

40W 50W 60W

LR24284

ELECTRICAL

6
”X

2F
T

6
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4
FT

EFFICACY

110

110

DESCRIPTION

LED6"X2BPNL/3WO/4CCT/D

LED6"X4BPNL/3WO/4CCT/D

MODEL

LR24281

LR24283

COST/YR

$ 2.40

$ 4.82

LIFETIME

50,000

50,000

INPUT VOLTS

120-277V

120-277V

POWER

13

16

20

18

28

40

LUMEN

1600

1900

2200

2200

3300

4400
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ELECTRICAL
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DESCRIPTION

LED6"X6BPNL/3WO/4CCT/D

LED6"X8BPNL/3WO/4CCT/D

MODEL

LR24284

LR24285

COST/YR

$ 7.23

$ 9.64

LIFETIME

50,000

50,000

EFFICACY

110

110

PHOTOMETRIC

POWER

40

50

60

37

57

80

MODEL

LR24281

LR24283

LR24284

LR24285

DESCRIPTION

LED6"X2BPNL/3WO/4CCT/D

LED6"X4BPNL/3WO/4CCT/D

LED6"X6BPNL/3WO/4CCT/D

LED6"X8BPNL/3WO/4CCT/D

UL LISTED

YES

YES

YES

YES

DLC LISTED

S-2PH5KX

S-WSHPVS

S-G4SDY6

S-98D0NQ

TEMP

CCT SELECT

CCT SELECT

CCT SELECT

CCT SELECT

CRI

80

80

80

80

DIMENSIONS

6”x 2FT 5.83”

23.81”

1.37”

FLOOD

110º

110º

110º

110º

INPUT VOLTS

120-277V

120-277V

LUMEN

4400

5500

6600

4400

6600

8800

COLOR (CCT)

3000K

3500K

4000K

5000K

3000K

3500K

4000K

5000K

3000K

3500K

4000K

5000K

3000K

3500K

4000K

5000K



3732-882-1500 luxrite.com

5.83”

95.78”

1.96”

5.83”

71.77”

1.38”

6”x 6FT

6”x 8FT

*SOLD SEPARATELY

5.83”

47.79”

1.37”

6”x 4FT

MOUNTING OPTIONS

SIZE

6”X2FT

6”X4FT

6”X6FT

6”X8FT

DESCRIPTION

LED6"X2BPNL/FLANGE/KIT

LED6"X4BPNL/FLANGE/KIT

LED6"X6BPNL/FLANGE/KIT

LED6"X8BPNL/FLANGE/KIT

MODEL

LR24286

LR24287

LR24288

LR24289

6” FLANGE KIT

AVAILABLE IN 2FT, 4FT, 6FT, 8FT,


