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LED LAMP
MINI PIN
G9

CRI
80

DAMP
LOCATION

RATED

2
TRIAC

DIMMABLE
ENCLOSED

FIXTURE
RATED

45W WATT REPLACEMENT

G9 - 5W

G9
1.92”

0.66”
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ELECTRICAL

G9

INPUT VOLTS

110-130V

110-130V

110-130V

110-130V

110-130V

DESCRIPTION

LED5T4G9/27K/D

LED5T4G9/30K/D

LED5T4G9/40K/D

LED5T4G9/50K/D

LED5T4G9/65K/D

COST/YR

$ 0.60

$ 0.60

$ 0.60

$ 0.60

$ 0.60

LIFETIME

15,000

15,000

15,000

15,000

15,000

EFFICACY

110

110

110

110

110

POWER

5

5

5

5

5

MODEL

LR24670

LR24671

LR24672

LR24673

LR24674

WATT
REPLACEMENT

45

45

45

45

45

PHOTOMETRIC

FLOOD

360º

360º

360º

360º

360º

MODEL

LR24670

LR24671

LR24672

LR24673

LR24674

DESCRIPTION

LED5T4G9/27K/D

LED5T4G9/30K/D

LED5T4G9/40K/D

LED5T4G9/50K/D

LED5T4G9/65K/D

COLOR (CCT)

2700K

3000K

4000K

5000K

6500K

TEMP

WARM WHITE

SOFT WHITE

COOL WHITE

BRIGHT WHITE

DAYLIGHT

CRI

80

80

80

80

80

UL LISTED

YES

YES

YES

YES

YES

LUMEN

500

500

500

500

500

BASE

G9

G9

G9

G9

G9


