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ELECTRICAL

48”

POWER

20

30

40

20

30

40

INPUT VOLTS

120-277V

120-277V

DESCRIPTION

LED48/LINEAR/3CCT/3WO/UNV/D/HO/V2+MS

LED48/LINEAR/3CCT/3WO/UNV/D/HO/V2+EMS

MODEL

LR25225+MS

LR25225+EM+MS

COST/YR

$ 4.81

$ 4.81

LIFETIME

50,000

50,000

EFFICACY

130

130

PHOTOMETRIC

DIMENSIONS

WIRING CCT & WATTAGE SELECT SWITCH

COLOR (CCT)

3500K

4000K

5000K

3500K

4000K

5000K

TEMP

CCT SELECT

CCT SELECT

LUMEN

2600

3900

5200

2600

3900

5200

FLOOD

120º

120º

CRI

80

80

UL

YES

YES

To source
120-277V

BLACK (LINE)
WHITE (NEUTRAL)
GREEN (GROUND)

FIXTURE

PURPLE (DIM+)
PINK (DIM-)

2.59”

48.03” 2.32”

DESCRIPTION

LED48/LINEAR/3CCT/3WO/UNV/D/HO/V2+MS

LED48/LINEAR/3CCT/3WO/UNV/D/HO/V2+EMS

MODEL

LR25225+MS

LR25225+EM+MS

DLC

S-GBVP20

S-GBVP20


