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LED RETROFIT TUBE
8’ T8 FA8 - COLOR SELECTABLE
R17D BASE ADAPTER
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*SOLD SEPARATELY

LR34139*
OPTIONAL FA8/R17D

PIN CONVERSION SET
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ELECTRICAL

96”

PHOTOMETRIC

TYPE B INSTALLATION DIAGRAM

DESCRIPTION

LED42T8/5CCT/96/SG/B

MODEL

LR34138

COST/YR

$ 5.05

LIFETIME

50,000

EFFICACY

120

WATT
REPLACEMENT

75

INPUT VOLTS

120-277V

UL LISTED

YES

DLC

STANDARD

MODEL

LR34138

DESCRIPTION

LED42T8/5CCT/96/SG/B

COLOR (CCT)

3000K

3500K

4000K

5000K

6500K

TEMP

SOFT

NATURAL

COOL

BRIGHT

DAYLIGHT

CRI

80

FLOOD

200º

LUMEN

5030

POWER

42

FA8/R17D PIN CONVERSION SET

DESCRIPTION

LED42T8/5CCT/R17D/SET

MODEL

LR34139

FA8/R17D CONVERSION SET

*SOLD SEPARATELY

*SOLD SEPARATELY

LR34139*
OPTIONAL FA8/R17D

PIN CONVERSION SET

L N

DOUBLE END INPUT TYPE B


