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CONSIDERATIONS FOR INSTALLING PUELCHETM DRYER  -  IN THE WALL: 
 

Thank you for purchasing a PuelcheTM Dryer!   It is designed and fabricated for a long and useful life.  It will serve you 

well.  

 

1. Use extreme care when opening the package as the decorative front of the dryer lies 3/4” below the box 

surface and can be damaged by a knife when cutting open packaging! 

2. Note:  Because the installation of the PuelcheTM Dryer inside a wall requires connecting direct to the building 

wiring, all electrical work should be done by a licensed electrician.  

3. Electrical requirements: 

Voltage: 110 VAC 

Power:   4 Pair:  500 W,   

2 Pair:  300W 

4. Your PuelcheTM Dryer for an In The Wall installation, is designed to be installed into an existing wall that has 

wall studs on 16” centers.  It is 3” deep so it will fit into 2x4 walls with ½” sheetrock without problem.   

 

 

Overview: 
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5. First confirm the spacing of the studs in the area the 

dryer is to be installed.  If other than 16” spacing, 

additional support may be required to support the edges 

of the dryer or the wall studs may need to be revised to 

provide this space.  If it is new construction or a larger 

renovation, a space should be worked into the plans.   

6.  Wiring considerations:   In many interior walls the 

wiring runs horizontally in the walls either above or below 

the outlets in the wall.  If the wiring is above the outlets, it 

may be necessary to revise the wiring in that section so 

that it passes below the dryer to keep the bottom of the 

assembly just above the base board.  Your electrician will 

figure out how to do this and sometimes replacing that 

section of cable to avoid the dryer is made easier by 

installing an additional outlet box nearby.   

7. Measure the height of the air box on the back of the 

dryer and cut a hole in the sheetrock that is large enough 

to insert the air box but is covered by the face flange.   

  

8. Make the electrical connections of the building wiring to 

the pigtails in the junction box on the back of the dryer.  

Clamp the cable with the box clamp provided.  Install the 

junction box cover. 

9. Insert the dryer into the wall and secure to the studs with the screws provided.  

 

 The PuelcheTM Dryer for In The Wall installation is provided with a built in timer for 2, 4, 6, or 8 hours.   

 Normal dry time will be between 2 and 4 hours in typical conditions.  The fan and heater will turn off 

automatically after time elapses.  

 Warm air is provided only to the pegs that are rotated out.  So for maximum drying, close any unused pegs.   

 The stainless steel face and pegs can be cleaned with Windex or other cleaner as needed.  

 

 

HAVE FUN!   And don’t worry about wet, cold footwear again! 

 

The Puelche Team 


