
1000 Watts Power Inverter

12-Volt DC to 110-Volt AC
with three AC Outlets

Instruction Manual

Thank you for choosing Ampeak 1000 Watts Inverter. Please read 
these instructions carefully as they contain important information, 
and safety requirements. If you have trouble understanding the 
instructions, or have any questions regarding its operation, please 
contact our friendly customer support team, 
via customer.services@ampeak.com

One 1000 Watts Power Inverter
One Instruction Manual
Two Battery Clip Cable

1.48 kg / 52.2ozWeight

Size 250 x 165 x 60mm / 8.8×3.7× 2.1inch

1000 Watts

Input Voltage 12 Volts DC

Maximum peak output 2000 Watts

Fuse Mini fuse 4*40A

Low battery alarm 10.5 Volts ± 0.5V

Low battery shut-off ≤ 9.5 Volts

High battery shut-off ≥14.5 Volts

Inverter operation

The ON/OFF switch will send 110 Volts of AC power output to the 
Inverter’s AC Outlet when switched ON.

The green LED indicates AC power is present at the AC Outlet 
and the inverter is operating normally.

The red FAULT light LED indicates that the inverter has shut off 
due low or high battery Voltage, overload, or high-temperature.

This Inverter can be used only with 12 Volt DC car batteries!  
NOT for use with 24 Volt DC systems.  We recommended only 
using 110 Volt AC products that draw 1000 Watts or less.
To avoid damaging your Inverter, unplug the Inverter while 
starting the vehicle's engine.  The high-current required to start 
your engine may burn out the replaceable fuse, or cause 
permanent damage to the Inverter.

It's normal for the inverter to become warm while in use. 
Avoid placing the Inverter in direct sunlight or next to heat-
sensitive materials.  Do not obstruct vent holes or the cooling fan.

Problem 1

Problem 2

Problem 3

110 Volt AC product 
will not operate & no 
Inverter lights are on.

Possible Cause:

Poor contact between 
cigarette lighter plug & 
vehicle cigarette lighter 
socket / 12 Volt source

Lighter socket/12 Volt 
output may require 
vehicle ignition to be 
switched “On”

Vehicle’s 12 Volt 
cigarette lighter fuse 
is blown.

Inverter has been 
connected with reverse 
DC input polarity.

Suggested Remedy:

Press plug firmly into socket. 
Clean plug or socket if 
necessary.

Check vehicle fuses and 
replace blown fuse with 
correct fuse.

Probable inverter damage 
has occurred
Have unit repaired.

Low Inverter output.

Vehicle’s battery 
does not last long 
/ drains fast.

Battery voltage is too 
low.

Recharge battery.

Possible Cause: Suggested Remedy:

AC product power 
consumption is higher 
than rated.

Use a large battery to 
make up for increased 
power requirement.

Battery is old or 
defective.

Replace battery.

Battery is not being 
properly charged while 
engine is running.

Have vehicle electrical 
system checked by a 
qualified technician.

Possible Cause: Suggested Remedy:

Warranty
Ampeak 1000 Watts Inverter has  18 months Warranty covering 
manufacturer defects from the date of original purchase, proof 
of purchase required.  We provide 24hr customer support and a 
30 day hassle-free replacement/money back guarantee. 
* You will love your Ampeak!

If you have any questions or concerns, 
please do not hesitate to contact us:  
customer.services@ampeak.com

Maximum continuous output

Output Voltage 110 Volts AC

TroubleshootingIntroduction

What is included?

Specifications

1. Insert the Inverter's DC plug into the vehicle's 12-Volt cigarette 
    lighter socket or 12-volt battery terminal.

2. Plug your AC product into the 110-Volt AC outlet on the Inverter, 
    switch AC product on.

NOTE:
1. As you use/power the Inverter, your battery charge is used & 
battery voltage will begin to fall.  When our advanced safety control 
system senses battery voltage has dropped to 10.7 Volts, a Low 
Voltage alarm will sound.

2. When your battery voltage drops to 10.0 Volts, the red FAULT 
light illuminates & the inverter will automatically shut off to prevent 
battery damage.

3. If the inverter exceeds a safe operating temperature due to 
insufficient ventilation or high-temperature environment, it will 
automatically shut off and the red FAULT light LED will illuminate.

LED Lights

CautionTurn key to “Accessory” 
position.

If Inverter 110 Volt AC output is even 5 Volts too low, it may cause 
problems or damage to your AC product.  The Inverter’s “modified 
sine wave” output requires a “Rus RMS" voltmeter, such as Fluke 
87 series multimeter to properly/accurately measure Inverter 
AC output.

Waveform Modified sine wave

customer.services@ampeak.com

This inverter has 18 months warranty,
if you have any concern,
please do not hesitate to contact us.

This product may contain one or more chemicals known to the 
State of California to cause cancer and birth defects or other 
reproductive harm, Wach hands theoroughly after handling.

Troubleshooting Note:
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