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“In the late nineties the direction 
of my work changed dramatically 
from items created utilizing the 
wheel to objects realized utilizing 
the slip casting process as the 
production method. At the time 
the commercial slips available were 
limited and inappropriate for what I 
wanted to do. The bodies available 
commercially were often throwing 
bodies adapted for casting rather 
than bodies designed specifically 
for the casting process.

What I required was a production 
body that would allow me the 
minimum of special treatment 
in the making process and the 
maximum amount of firsts from the 
firing. The slip needed translucency 
and acceptable whiteness, but 
above all the highest priority within 
my design criteria was a slip that is 
friendly to use.”
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J CAST INFORMATION

Best described as a Porcelaneous 
casting slip J Cast is made wholly 
from Australian materials and is the 
result of many tests in the pursuit 
of improved casting and firing 
properties. 

“In time, I could not keep up with 
the needs of my own production 
and handed over the formula, slip 
manufacture and marketing to 
Keane Ceramics. Apart from some 
fine tuning of the deflocculants 
from time to time the original J Cast 
formula has remained unchanged 
since its release. “  Chris James

J CAST FEATURES;

	 • Fast casting times

	 • Fine porcelaneous quality

	 • Available in both liquid and  
  powder form

	 • Low pyroplasticity

	 • Excellent glaze fit

	 • Favorable casting, fettling and
  green strength qualities

	 • Consistency, stability and   
  ease of use

CASTING TIPS

Mix the slip well with a mechanical 1. 
mixer taking care not to introduce 
air which may appear later as 
pinholes in the fired object.

Time how long you leave the slip 2. 
to cast for consistent results.
Trim the spare 10 minutes after 3. 
draining the slip from the mold or 
as soon as the slip looses its gloss 
to stop the rim tearing. Use a thin 
cutting tool.
Cast evenly, dribbles of slip or 4. 
uneven wall thickness will cause 
distortion in the firing.
J Cast is porcelaneous, translucent 5. 
and hence slightly pyroplastic at 
cone 10. To avoid warpage make 
sure your casts are even and your 
setters and shelves are flat.

SAMANTHA ROBINSON 

“J Cast is a fantastic porcelain slip 
that is always reliable, it has a lovely 
creamy white colour.  

Transcluceny is great when thin and 
casting large difficult peices has 
been no problem.  Keane’s J Cast 
always arrives in the correct state 
so no adding of water or dispex is 
ever needed. 

Overall I love Keane’s J Cast and use 
it for everything.  It’s great to have 
such a reliable local clay available.”

Sam Robinson

Chris James
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casting slips  and  powders.  
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ceramic needs.


