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Eurowise 958 Direct Replacement 

Fog Light Install Kit 

Part# EWBAJAD95801 

Kit Includes: 

• QTY 2 Fog Lights Baja Designs 

• QTY 2 Pre-Assembled Fog Light Harnesses 

• QTY 2 Brackets 
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Remove wheel or lower front plastic skid plates. Removing the wheel and front 

portion of the fender liner is the way we did it without a lift. It can be done either 

way. 
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Remove T30 torx screws ( QTY 2 ) on the light and remove the fog light entirely.  
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You will no longer need it. 
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Now install the new light bracket provided. See the photos attached for reference. 

The hex bolts are used with the little start washers between the bracket and the light 

to keep from moving once tight. 
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Now reinstall the light back using original bolts. 
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Now install the harness supplied. Make sure the connector is installed into the OEM 

fog light connector that you removed with the brown or black wire matching the 

same brown wire on the OEM connector. The harness we provide may have either 

brown or black ground wire. You can install the connector backwards so install and 

test the light and if it does not work you need to flip the connector 180 degrees.  

Now reinstall the liner and make sure to torque your wheels and enjoy! 

IF YOU HAVE ANY QUESTIONS, COMMENTS, OR CONCERNS RELATED TO YOUR PRODUCT 

PLEASE CONTACT US! 


