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Eurowise 958 and 958.2 Front Bumper 

Installation Guide 

Please look over this list before attempting to install the bumper to verify if there's 

any missing items or options on your bumper that you ordered. It will be harder to 

swap or change items once installed. 

Please contact info@eurowise.com for any questions or concerns. 

Product Includes: 

Front bumper 

Optional fairlead bracket with adapter brackets for winch mount 

 

Remove front bumper cover assembly, there are bolts along the inside fender liner, 

behind the fender flares, under the hood and under the front of the skid.  

 

mailto:info@eurowise.com


 

440 SPRINGBROOK ROAD. CHARLOTTE, NC 28217 | 704-559-8100 
INFO@EUROWISE.COM | WWW.EUROWISE.COM | SHOP.EUROWISE.COM 

 

Depending if you are running a hitch or not you will leave on the bumper shroud or 

remove it. If you are just installing the bumper than you can leave on the main center 

shroud and the side ones if you have intercoolers you will just trim back a couple 

inches. 
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Remove the left and right foam/plastic cover to access the bumper bolts. 
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You will not need these after removal. 
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Same with drivers side and passenger side. 
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Here is a photo of front bumper remove and the lower tabs of the OEM valence 

removed with an electric saw. If you do not want to remove this in the event you plan 

to reinstall the valence one day then you will leave this on. We prefer to remove for a 

cleaner final install. 
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Here you can see the entire front foam bumper removed. You will no longer need.  
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These tabs here are access to remove the center shrouds. 

 



 

440 SPRINGBROOK ROAD. CHARLOTTE, NC 28217 | 704-559-8100 
INFO@EUROWISE.COM | WWW.EUROWISE.COM | SHOP.EUROWISE.COM 

 

These tabs here are access to remove the center shrouds. 

 



 

440 SPRINGBROOK ROAD. CHARLOTTE, NC 28217 | 704-559-8100 
INFO@EUROWISE.COM | WWW.EUROWISE.COM | SHOP.EUROWISE.COM 

 

These tabs here are access to remove the center shrouds. 

 



 

440 SPRINGBROOK ROAD. CHARLOTTE, NC 28217 | 704-559-8100 
INFO@EUROWISE.COM | WWW.EUROWISE.COM | SHOP.EUROWISE.COM 

 

These tabs here are access to remove the center shrouds. 

 



 

440 SPRINGBROOK ROAD. CHARLOTTE, NC 28217 | 704-559-8100 
INFO@EUROWISE.COM | WWW.EUROWISE.COM | SHOP.EUROWISE.COM 

 

These tabs here are access to remove the center shrouds. 
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Now the shroud can be removed. 

 

You can see here the intercooler shrouds, you need to trim them back 2 inches to 

clear the bumper once reinstalled because our tubular bumpers have intercooler 

relocation built in. This helps with larger tires clearance. 
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This is the shroud removed. You can use a knife or saw to remove 2-3 inches from 

the front half of the shroud to clear the bumper. 
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Now unbolt both horn brackets. 
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The horns will be reinstalled onto the new bumper. 
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Pointing at the two bolts these need to be removed to install onto the new bumper.  
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Also remove this lower bolt. 
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Again on the opposite side. 
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Once removed you do not need to reinstall this bracket. 
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Now bolt the bumper on using OEM bolts. 
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The corners of the shrouds will come in contact with the bumper you can heat it up 

on the car or off the car and flatten it with the flat side of a hammer or pry tool.  

 

 

You can see below all the frame bolts and intercooler bolts installed. 
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Now the shroud is reinstalled here. 
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Reinstall the horn brackets and plug in. 
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The original center bracket will be cut flush at the shroud. It is not needed, If you are 

installing a winch you will need to cut it higher depending on which winch you use.  
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Below photos are more angles to see final installation photos with shroud trimming.  
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440 SPRINGBROOK ROAD. CHARLOTTE, NC 28217 | 704-559-8100 
INFO@EUROWISE.COM | WWW.EUROWISE.COM | SHOP.EUROWISE.COM 

 

 

 

IF YOU HAVE ANY QUESTIONS, COMMENTS, OR CONCERNS RELATED TO YOUR PRODUCT 

PLEASE CONTACT US! 


