
 

Mightee Mounts
 

Rigid Graphic Stands

Sign Board (any, as long as it  
supports its own weight)

Sleek steel stampings

Bolt/wing nut

For Rigid Media 
up to 1” thick

HT5 Rigid Graphic Clip hold graphics 
together up to 1/2” total thickness 
(sold 2 per)

Model Width Weight

MM14 14”  6 lbs. 

MM24 24”  10.5 lbs.

MM36 36”  15.75 lbs.

MM48 48”  21 lbs.

MM60 60”  26 lbs.

Specify: Model  — Color

-S  Satin Silver or -B  Matte Black

CounterTop Models

•  Mini Mightee Mounts 

Perfect for: 

Malls 

Tradeshows

Exhibits

Retail Environments

Modern Frameless Design - Adjustable Depth 

• Attract buyers with single or double sided graphics

•  Our unique M shaped Steel Base assemblies  
accommodate up to 1” thick substrates

•  Extremely cost effective; graphics are displayed in a  
modern frameless fashion. Extremely sturdy as all the  
weight is centered on the floor

• 3-1/2” Height off floor, 9” front to back

•  Interior holes with carriage bolts and wing nuts  
support any rigid graphics. Make matching holes in  
graphics or use without holes by sandwiching graphic  
above the carriage bolts 

Holds any Rigid Substrate up to 1” thick
(as long as it holds its own weight)



(A-2)

(B-2)

(B-1)

 

(A-1)

MM12 Only: No wingnut used

(C)

Hole Spacings for graphic

Graphics With Holes: Sandwich graphic in between Mightee Mounts (A-1) and screw MM Series together with wingnuts and carriage bolts (fig. A-2).

Graphics Without Holes: Screw Mightee Mounts (B-1) together with wingnuts and carriage bolts and rest graphic on top of screws (fig. B-2).

For MM12 Only: Uses screws instead of wingnuts/bolts, but assembly remains the same. Plug screw hole (fig. C)

Base covers about 3” of the bottom portion of the graphic. Base holds rigid substrates up to 1” thick as long as the substrate can hold its own weight.

MM12 Only:
Hole for
screw driver
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