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Scent Machine 

Product Introduction:  

Scent Equipment is for Large commercial places with 2 separate atomizers. 

It uses advanced atomization technology to make the liquid oil into fog then 

can diffuse the fragrance into the air quickly. It can highly improve aroma 

concentration in order to cover big area. The model is very convenient and 

practical two Separate PCB timer program to do any function setting 

according to customers' different request. 

 

Parameter: 

 

Voltage: AC110V.  -   Power: 65W.  -   Coverage: 8000-10000 m³  

 

Noise: <50 dba.  -   Weight: 14.7KG 

 

User Instruction:  

1. Matched parts: Scent machine, adapter, key, tubes, external 

connector, user manual, product installation instruction.  
2. The timer program can set different working day, different working 

time for everyday and different aroma concentration. So that to fit for 

different customers and different places.  
3. Put the oil inside the machine, can use the machine to make your 

space full of good smell all the time.  
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Installation:  

The machine can be used external directly and can also use to connect the 

HVAC system.  

 

External Use:  

Please make sure all parts are included. Firstly, connect the power supply. 

Then, Put the oil into the bottle and tighten it. Finally make the machine and 

Fan to be ON and set the program according to your request. (Attention: 

For the first use, it must be oil put in without electricity before timer program 

setting) 

 

 

Connect the HVAC system: 

 Please, make sure all parts are included. 
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Large Area Scent Machine 

Safe Effective Energy-saving Environmental 

 

Please read carefully before use and keep properly: 

Please make sure the machine without any essential oil inside the bottle 

during transportation, so that to protect the machine from getting damaged 

and leaking.  

Please make sure the machine upright, no leaking and not down; or may 

damage the device and parts.   

Please do not use the broken power wire and make sure the power supply 

is suitable for the machine or may cause fire.  

Please do not open the machine by yourself, if problems, please contact us 

promptly! 
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Scent Machine 

User Manual 

Operation Instructions:  

a) Connect the adapter to the correct power supply:  

Make the adapter connect the machine, then make the adapter plug insert 

into 110- 240V power socker.  

b) Turn ON the machine, the LCD display will indicate the Beijing Time and 

the working status of the machine:  

• ON/OFF (ON means the machine is in working period, OFF means 

the machine is out of work)  

• WORK/PAUSE ("WORK " means the machine is working, "PAUSE" 

means the machine is stopped working)  

• The LCD display indicates the current time, it is 24-hour.  

• The LCD display indicates the current actual working days, chosen 

from Monday to Sunday.  

c) Operation for adding and changing the oil:  

•  For the first time to use the machine, please tighten the oil bottle 

before connecting power supply, Set the working time and adjust the 

aroma concentration.  

• If need to add or change the oil, please cut down the power supply. 

Then open the machine with the key, rotate the empty oil 

anticlockwise to take out the bottle to put the oil in again and finally 

clockwise rotate the bottle and make sure it is tight. Then connect the 

power supply again.  
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Set up the work time: 

 

• Second time to press (MODE), the LCD display will show (EVENT 1 OFF) 

means the PAUSE TIME of first group. Then, press (SET) to do the 

program setting. Press (UP/DOWN) to adjust hours, minutes.  

• Third time to press (MODE) the LCD display will show (SCENT WORK 

PAUSE) means the AROMA CONCENTRATION SETTING of first group. 

Press (UP/DOWN) to adjust the aroma concentration. Every time you can 

adjust 5% (such as 5%,10%,15%.), the maximum is 95%, the minimum is 

5%.  

Notice: If run time across the 00:00. It needs to set two separate run 

groups.  

Maintenance:  

• If don't use for a long time, please use the 95% alcohol to clean the 

atomizer and each part of the machine after final use.  

• Specific operation: Put the alcohol into the empty bottle, then turn on the 

machine to work for 10-15 minutes. Turn off it and finally pour away the 

alcohol.  

Tip: 

Make sure clean the machine with 95% alcohol every 1-2 months. 
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Warranty:  

• Within 12 months after purchase date, Warranty is offered for all 

qualified machines. During warranty, will offer repair services 

and the free parts.  

• The warranty card & purchase Invoice are needed if after service 

required. Please do contact with us within warranty if any 

problems  

The following is not for free warranty service:  

• Damage & problems caused by Accidents & Fire.  

• Not use properly and wrong operation.  

• If repaired by not professional person and make some parts 

damaged.  

• Damaged during transportation. 
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The machine can be set for 4 groups different working periods, it can also 

set different working days from Monday to Sunday according to different 

request. (Such as working for Monday, Wednesday, Friday; Stop for 

Tuesday, Thursday, Saturday)  

• (MODE) Adjust different function, including the Beijing Time,4 

different groups working periods, Work/Pause interval time, Aroma 

concentration. Press (MODE) for 10 seconds to restore the factory 

settings.  

• (SET) Start program Setting by flexible setting including the Time, 

Date, aroma concentration. Then, press (SET) for 10 seconds to 

lock/unlock the previous setting.  

• (UP) Press it to adjust/ increase the function, such as adjust the time, 

aroma concentration, working days.  

• (DOWN) Press it to adjust / decrease the function, such as adjust the 

time, aroma concentration, working days.  

Set the system time: 

Set the showed time to be the same as current actual time. Firstly, to press 

(SET), the LCD display showed "hours" figure will flash, then press 

(UP/DOWN) to adjust hour. Press (SET) at second time. Hour adjustment 

finished. The minutes figure will flash, then press (UP/DOWN) to adjust the 

minutes. Press (SET) at the third time, Minute's adjustment finished. The 

indicated date will flash, press (UP/DOWN) to adjust the current date, 

finally press (SET) at forth time, all function setting finished. 

Set system running period:  

First time to press (MODE), the LCD display will show (EVENT 1 ON) 

means it is the START TIME of first group. Then, press (SET) to do the 

program setting, Press (UP/DOWN) to adjust the hours, minutes and 

needed working days group. 
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Dear Users: Please carefully read the Instruction before installation and 

keep the User manual to check if need at any time.  

1 year warranty: 

After 1 year, please kindly pay the spare parts for the repairing. We will 

help to repair all the time if any problems.  

After-sales Service Card: 

Purchase date 

 
Year  

Month  

Date 

Bar code 

number 

 

Bar code 

location 

 

 

Repair Record 

 

Repair Date 

 

Repair content 

 

Repair company Repair Person 

 

1    

2    

3    

 

 

HVAC SCENT MACHINE 
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Open the machine and put the oil in. Take out the connector from the top of 

machine and change a special connector to connect the tubes. Then, 

connect the power supply and turn on the switch to set the timer program. 

Finally, connect the tube to the air supply outlet of HVAC system, then fix 

the machine. (Attention: For the first use, it must be oil put in without 

electricity before timer program setting). 

Troubleshooting & Maintenance: 

Troubles 

 

Elimination 

Methods 

Maintenance 

 
NO LCD indication 

 
Check the power supply 

and the switch 

Connect the power supply 

again and turn it ON 

No atomization 

 
Check the power supply; 

check the pump working or 

not; check the working 

status (working time or 

pause time) 

Connect the power supply 

again to check the pump 

and set the program again 

 

Small atomization amount 

 
Check the atomizer if block 

or not; check the pump 

good or not 

Clean the atomizer and 

change the pump 

 

Comes out liquid oil from 

external atomization 

connector 

 

Check if the atomization 

connector is loose or not  

Check if the machine is 

lean or not 

Tighten the atomization 

connector and make the 

machine upright 

 

Oil Leaking  Check if the oil bottle is 

loose or not; Check if the 

bottle seal is lost or not 

Tighten the oil bottle and 

bottle seal 

 

Abnormal sound 

 
Check if the pump is loose 

or not 

Make sure the pump in 

right location 
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Dear Users: Please carefully read the Instruction before installation and 

keep the User manual to check if need at any time.  

1 year warranty: 

 After 1 year, please kindly pay the spare parts for the repairing. We will 

help to repair all the time if any problems. Please carefully check the 

warranty card.  

Product Certificate: 

 

QC  

Inspection results Qualified 

Company  

 

 

 

 


