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OPERATING MANUAL

Thank you very much for purchasing a Stockmayer leaf 
cutter.

Before putting our Stockmayer leaf cutter into operation, the 
operating instructions must be read carefully and the 
instructions contained therein must always be observed. The 
instructions explain the operation in detail and give you 
valuable information on maintenance, care and
Accident prevention of your new device.

Before starting work, familiarize yourself with 
all equipment and operating elements,
as well as their function. It is too late to do this 
during work!

Always pass on all instructions to the user, 
because the machine may only be operated 
by people who are familiar with this device 
and all applicable regulations on accident 
prevention and occupational safety.

Make sure that there are no children near the device!

In the interests of your own safety, you should contact your 
dealer or the manufacturer for all repair work. Unauthorized 
changes to the machine exclude liability for any resulting 
damage to the manufacturer.



The Stockmayer leaf top is intended exclusively for cutting leaves 
on the vines in the vineyard; the manufacturer is not liable for any 
other use that is not intended.

Never put your hands, feet, hair or items of clothing in the area 
of   rotating parts. Do not reach into moving or rotating 
elements.

Intended use also includes compliance with the operating, 
maintenance and servicing conditions prescribed by the 
manufacturer.

We cannot accept any guarantee claims for damages resulting 
from operating errors or improper use.

We always strive to continuously improve our products. We 
therefore reserve the right to make all improvements and 
changes that we consider necessary to our devices without prior 
notice, but without being obliged to apply these improvements or 
changes to machines that have already been sold.



SAFETY AND ACCIDENT PREVENTION REGULATIONS

Since we cannot list everything in our operating instructions, you 
must of course always comply with the generally applicable safety 
and accident prevention regulations as well as other generally 
recognized safety, occupational health and road traffic 
regulations.

Also note the safety and
Accident prevention regulations of the agricultural 
trade association!
§ 1 StVO: “Participation in road traffic requires constant caution 
and mutual consideration. Everyone
Road users must behave in such a way that no one is harmed or 
hindered more than the circumstances unavoidable.

The most important regulations for handling the leaf top are listed 
here:

- The information and danger signs attached to the device must be 
observed before commissioning and the user must adhere to 
them precisely (e.g. wear protective goggles, 25 km / h)

- To ensure the road safety of tractors with attachments such as 
leaf trimmers or similar. In public traffic (restricted field of view 
with front attachments), it is recommended to strictly maintain a 
driving speed of 25 km / h. Measurements at the DLG in 
Groß-Umstadt have shown that the restricted field of view can be 
too great at driving speeds of more than 25 km / h.

- Particular care is required when attaching and removing.
- An acoustic warning signal should sound when the machine is switched 
on



- The device must be switched off when driving out of the vineyards 
and when turning on the field paths.

- The trimmer must also be switched off and the protective device 
attached when driving on the road. The device must be brought together 
and swiveled back.

- Never leave the device unattended while the engine is running.
- The driving speed must always be adapted to the surrounding 
conditions.

- When working with the device, only the user and no other person may be 
in the work area.

- When working on the cutting tools (knives) it is a must to wear suitable 
protective gloves.

- Be careful with tools (knives) that run after them. Before working on these, 
wait until they come to a complete stop!

- The protective devices must be attached to store the device.

- It is best to put it down and store it at the specially attached suspension 
eyelet on the eccentric using a small chain hoist or some other 
suspension device or storage device.

- Only original spare parts may be used for repair work on the foliage 
cutter or the hydraulic system; it must be ensured that the engine is 
switched off and the

Hydraulic system is depressurized.

- After repairs or retrofitting have been completed, all protective 
devices must be in place. Screws and screw connections must be 
tightened.

- Under no circumstances should the user leave the tractor while the 
implement is running. Before leaving the tractor, the hydraulic system 
must be switched off and the tractor engine switched off. Permissible 
axle loads, total weights and transport dimensions must be observed.



- The machine may only be used, serviced or repaired by persons 
who are familiar with it and have been informed about the 
dangers.



HYDRAULIC SYSTEM    

When connecting hydraulic cylinders and hydraulic motors, make 
sure that the hydraulic hoses are connected correctly. The 
pressure and return hose must not be mixed up.

Coupling sleeves and plugs should be marked so that incorrect 
conditions can be prevented.  

When connecting the hydraulic hoses, make sure that the hydraulic 
system is depressurised on both the tractor and the implement.  
Hydraulic hoses must be properly installed before the first 
start-up or before the
Recommissioning must be checked.  

Some test criteria can already be used for a "Visual inspection" be 
assessed when switched off. Other criteria require a functional 
test with the energy switched on. The machine movements and 
the dangers due to leaks or oil jets escaping under pressure must 
be taken into account.

Red = pressure

Black =
pressureless return



"VISUAL INSPECTION"

Are the hydraulic hose lines installed in such a way that:
- Twisting or twisting of the hose, tensile stress due to the cable being 
too short and bending gradients that are too small are avoided.

- External mechanical influences or abrasion on edges are 
prevented by sufficient distance

- Damage from being driven over is prevented

Are the hydraulic hose lines arranged in such a way that they relate 
to the installation location?
- cannot be confused
- Do not interfere with maintenance and repair work on 
the implement

Are the hydraulic hose lines laid in such a way that they cannot 
be used as a stepping stone?

Are the hydraulic hose lines not painted over?

A check must also be carried out after accidents, changes 
(modifications) to the machine, longer periods of non-use 
and after repair measures.

The specifications for inspections and inspection periods from the 
regulations and rules of the accident insurance institutions can be 
used to determine inspection intervals.

If the inspection reveals defects with regard to the safe working 
condition, these must be remedied immediately or suitable 
measures must be taken so that the machine is not used before 
the hydraulic hose line is repaired.



The exchange should only take place with hydraulic hose lines from 
the machine manufacturer.

In the case of tractors without a cab, the hydraulic hoses must 
be covered in the 1 m area around the tractor driver.

Use suitable tools when looking for leaks
(Risk of injury)

Liquids escaping under high pressure (hydraulic oil) can 
penetrate the skin and cause serious injuries.

In the event of injuries, consult a doctor immediately - risk of infection

PLEASE NOTE:

The hydraulic system is under high pressure

Check hydraulic hoses regularly and replace if damaged or aging. 
The replacement hoses must meet the technical requirements of 
the device manufacturer.

The period of use of an undamaged hose should not exceed 5 
years.

Hydraulic hose lines must neither be repaired nor reassembled 
from old parts.

Hydraulic oil is harmful to the environment and must not be released into the 

environment.



MAINTENANCE AND CARE

The device must be checked regularly for wear and damage, and a specialist company 

should be commissioned if necessary.

Maintenance, cleaning and repair work should only be carried 
out with the engine switched off and suitable protective gloves 
must be worn.

Only original spare parts from Stockmayer may be used.

Damaged, deformed or worn cutting tools (knives) must be 
replaced immediately.



- At the

Device
Do not open water jet
the electrical systems
and circuits or
plug splash. With
the high pressure cleaner

do not splash into bearings 
or knives.

Clean
With

of
the

Thorough cleaning should be carried out after the season.

Screws and screw connections
are to be checked for a tight fit.

Check hydraulic hoses, motors or screw connections for leaks and 
damage and have them replaced.



Before each season, the belt tension should be checked and, if 
necessary, adjusted. must be retightened, worn belts must be 
replaced.

To check the V-belt tension, press the V-belt through with a 
folding rule and read the measurement. It should not be 
possible to push through the V-belt by more than a maximum 
of 30-35 mm.

Protective devices that have been removed must be reinstalled and 
brought into the protective position before the device is put into 
operation.



WARRANTY TERMS

The guarantee begins on the date of delivery and lasts for 2 years.

The guarantee covers material or manufacturing defects. We are only 
liable for third-party products (e.g. hydraulic components, electronics) 
within the scope of the warranty of the respective manufacturer. During 
the guarantee period, manufacturing and material defects will be 
corrected free of charge by replacing or reworking the relevant parts. 
Other rights, including further rights, such as claims for conversion, 
reduction in price or compensation for damage that did not arise in 
the delivery item, are expressly excluded.

The guarantee is provided by authorized agricultural 
machinery workshops or the manufacturer.

The guarantee does not cover the consequences of natural wear 
and tear, soiling, corrosion and all errors caused by improper 
handling and external influences (penetration of foreign bodies). If 
repairs are carried out without authorization or changes to the 
original condition, the guarantee is void. The claim for 
compensation also lapses if no original spare parts have been 
used.

Guarantee claims must be submitted to the manufacturer within 
30 days of the occurrence of the damage at the latest. Repairs for 
which a guarantee is to be provided may only be carried out by 
the authorized dealer workshop after consultation with 
Stockmayer.
Warranty work does not extend the warranty period. Transport 
errors are not factory errors and are not covered by the 
manufacturer's warranty.



EC DECLARATION OF CONFORMITY

Described in the enclosed documentation, in accordance with the 
EC Machinery Directive 89/392, amended by the EC Directive 91/368 
and 93/44 and 98/37.

Applied national technical specifications, especially in Germany, 
relevant accident prevention regulations according to the Machine 
Directory Oct. 92 of the GPSG, as well as harmonized standards where 
applicable:

EN 292 (safety of machines) EN 
294 (safety distances)
EN 349 (minimum clearances)

- EN 706
- EN 811
- EN 1553

Name: Andreas Stockmayer (Managing Director)

Kirrweiler, January 1st, 201 9

We the company AWS Stockmayer eK 
Am Bahnhof 15
67489 Kirrweiler

explain that the machines: Leaf cutter for viticulture Model: 

Rotating knife on one side and overlines

Year of construction: from 2019



Have fun with your new product!

AWS Stockmayer Maschinenbau 
e.K.
Am Bahnhof 15

67489 Kirrweiler (Palatinate)

Germany
Tel: +49 (0) 63216790630

Fax: +49 (0) 63216790632
info@aws-stockmayer.de

www.aws-stockmayer.de

facebook.com/awsstockmayer




