
What do I do if I have painted the chair before assembly.   

 

There are three sets of pencil lines on the kit set that you need to when aligning the chair for 

assembly.   If you have painted over them it’s easy to replace the markings if you follow the 

following steps. 

 

1. If you have completely dismantled the kit set prior to painting follow these steps.  If you 

haven’t jump straight to para. 17. 

 

2.  Get the two largest pieces of the kitset.  These are the main legs.  Lay them down with the 

curved ends touching each other and have the side with a small screw hole (near the curved 

end) facing up.  You may have to swap the main legs around to achieve this.  We will call the 

main leg on the left Main leg 

assembly 1. And the main leg on 

the right Main leg assembly 2. 

 

3. Now find the front legs 

which are 545mm long and have 

three 5mm holes in a line drilled in 

them.  Two are about 100mm apart 

and the other is at the opposite 

end.  In addition to these three 

holes there will be a small screw hole on one side that was made when the kitset was semi 

assembled prior to you unscrewing it.  It was that screw that was holding these two pieces (front 

leg and main leg ) together.  Both of these front legs will have that small screw hole.   Refer 

photo 2. 

 

4. When you have found the small screw hole place the front 

leg under the main leg with the small screw hole facing up.  The 

front leg is positioned under the main leg that have four large 

screw holes in them.  The  two holes in the main leg that are 

100mm apart are both below the main leg.  You can see one of 

the two holes under the tape measure in photo 3.   

 

5. To ensure you have the correct front leg attached to the 

appropriate main leg you need to align the small screw hole in 

the front leg so that it is under the bottom right hole of the main 

leg. (note that in photo 1 this bottom right hole is obscured by 

the orange post it note)   if doesn’t line up then you need to swap the front legs with each 

other.  

 



6.  Now place a small screw into the bottom right hole in the main leg and into the small screw 

hole of the front leg.   Screw in with the electric screw driver.   

 

7. We now need to align the front leg to 

the correct angle with the main leg.  To 

do this measure out from the front 

corner of the main leg and place a mark 

the main leg with a pencil or pen at 

212mm. (refer to photo 3. ) 

 

8. Swivel the front leg until the edge lines 

up with your mark.  The front leg is now 

in the correct position.  You can now screw in with three small screws into the remaining 

three holes in the main leg to completely secure the front leg.  Repeat the process with the 

other main leg.  

 

9. Now find the two  long skinny  ( 18mm by 45 mm) back supports that has an angle cut at one 

end.  Refer photo 4. 

10. Place  the back supports on each main leg as 

shown in photo 4.  Each back support is different 

from the other.  Ensure the angled end is facing up.  

If they are not swap with the other back support.  

 

11. There are two 5 mm screw holes at the 

bottom of the back support.  Line up the top hole 

with the small screw hole in the main leg  at the 

curved end.   Refer to photo 4.  Ensure the angled 

cut at the top of the back support facing upwards 

and towards the front leg.   

 

12. Now with a small screw place this into the top 5mm  hole of the back support and into the 

small screw hole of the main leg.  

Screw this in with an electric screw 

driver.  

13. Do the same with the other back 

support on the other Main leg 

assembly. 

14. We now need to align the back support 

to the correct angle.  To do this 

measure off 15mm from the corner at 

the bottom of the main leg as shown in 

photo 5 and make a small mark.  Using 

one of the other pieces of kit set that 

has a straight edge line up the back support with the 15mm mark.  When you happy that’s 

its lined up screw a small screw into the remaining 5mm hole.  No repeat with the other 

back support. 



15. There is one last mark we need to make which is on the main leg.  Go the top edge of one of 

the main legs between the front leg and the back support is a small  angle change.  Refer 

photo 6.  Measure out 55mm towards the front leg and place a line across the edge as 

shown in (see photo 7).  Now repeat the same with the3 other main leg.  

 

 

 

 

 

 

 

 

 


