
16+ Pilot, Ridgeline, Passport
Gas Tank Skid Plate

Installation Instructions

Hardware Included:
(3) m6 x 1mm x 40mm

(3) oversized m6 washers
(2) m10 x 1.5mm x 30mm

(2) m10x 1.5mm nuts

1) You’re going to want to get the vehicle up off

the ground to make your life easier. Consider the

rear or drivers side only 

3) Install the rear carrying

arm with the vertical portion

towards the front of the

vehicle. Be sure the bolts are

inserted fully into the slots.

Tighten the M6 bolts back down

(12ft-lbs) . see image 1
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Tools need:
Ramp or jack stands

10mm, 12mm &17mm socket
15mm wrench

2) Starting at the rear of the gas tank, locate the (2) 12mm bolts to the

right of the gas tank strap. Unthread them approximately ¼”.

4) Move to the front of the gas tank and remove the front (3) M6 bolts

from the factory gas tank air dam.



5) Using the (3) m6 bolts provided, partially install the gas tank main

skid plate. See image 2

19+ Passport, 16+ Pilot, 17+ Ridgeline Rear Skid
Plate Installation Instructions

*Plate used in photos may differ from your plate. We are always working to improve our
products and the newer versions may differ slightly from images.

6) Now you need to mate the skid plate with the carrying arm. To do so lift

the rear of the skid plate to line up with the mounting slot on the

carrying arm. Install the (2) m10 bolts provided. The bolts will feed

through from the plate arm into the carrying arm (from the rear). Placing

the m10 nuts on the bolts, thread them tight so the carrying arm draws

tight to the skid plate arm (30ft-lbs). see image 3

7) Go back to the front of the gas tank and tighten down the (3) m6 bolts

to complete installation (12ft-lbs).

8) Now you’re done! Protected for your next Adventure! 
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