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TODEY S PERFORIMAncCeE "

INSTALLATION INSTRUCTIONS - INS122

THROTTLE INTAKE

,,:,, SPECIAL TOOLS REQUIRED: No special tools required.

a INSTALL TIME: Approximately 1 hour.

DIFFICULTY: Easy ’P .,..—-" |
- . Su

PLEASE NOTE! A TPS bushing is not required
with this BBK-designed throttle intake.

EMADE IN U.S.A.

IMPORTANT: All appropriate safety equipment and gear must be used during the installation of this or any BBK Performance products or any time you work on a vehicle.
BBK Performance accepts no responsibility for injuries or damage caused by or during the installation of this product.

UPDATED LAST. March 2019
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BBK PERFORMANCE LLC
3060 Performance Circle /
Deland, FL 32724 /

For any questions, email us:
TECH@BBKPERFORMANCE.COM

FOLLOW THESE

Disconnect the negative battery terminal and remove the air intake hose from
the throttle body.

Remove the 2 EGR tube bolts on the driver's side of the plenum.

Remove the throttle cable bracket bolts and disconnect the throttle and
cruise control cables from the throttle body. Disconnect the electrical and
vacuum connections that attach to the plenum and throttle body.

Remove the 5 mounting bolts that attach the plenum to the manifold and
remove the throttle body/plenum assembly from the vehicle.

Determine the PCV fitting your application requires and installinto the plenum.

NOTE!!! Install the PCV fitting before installing the IAC Valve. 1996-01 uses the
small PCV Fitting. 2002-04 uses the larger PCV Fitting.

EMADE IN U.S.A.

TODaY 'S PEREORMarice=?

INSTRUCTIONS CAREFULLY TO ENSURE CORRECT FITMENT AND OPERATION

Install the IAC valve using the supplied gasket and original bolts.

Inspect the plenum to lower manifold gasket, be sure to wipe any debris from
the mating surfaces then install the throttle body/plenum assembly onto the
intake manifold using the supplied hardware.

NOTE!!! For this installation you will only use 4 of the 5 mounting hole on the
intake manifold.

Re-establish the electrical and vacuum connections. Attach the throttle cable
and cruise control cable to the throttle intake and attach the bracket to the
throttle intake using supplied hardware.

Re-connect the EGR tube using the supplied gasket and original bolts.
Re-connect the air intake hose and the negative battery terminal.

IMPORTANT: All appropriate safety equipment and gear must be used during the installation of this or any BBK Performance products or any time you work on a vehicle.
BBK Performance accepts no responsibility for injuries or damage caused by or during the installation of this product.

UPDATED LAST: March 2019
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