
UPDATED: MARCH 2023

W W W . B B K P E R F O R M A N C E . C O M

3060 PERFORMANCE CIRCLE 
DELAND, FL 32724

PHONE: 386.624.0025 
E-MAIL: tech@bbkperformance.com

INSTALLATION INSTRUCTIONS

PART #1953 - FORD BRONCO 2.3L /2.7L V6 OIL SEPARATOR KIT  (2021-23)

VEHICLE FITMENT: 
2021-2023 FORD BRONCO 2.3L & 2.7L V6

OIL SEPARATOR KIT

IMPORTANT: All appropriate safety equipment and gear must be used during the installation of this or any BBK Perfomance 

products or any time you work on a vehicle. BBK accepts no responsibility for injuries or damage cause by or during the 

installation of this product.

TOOLS NEEDED: 10mm wrench, 11/16 wrench, and 3/32 allen wrench

INSTALLATION TIME: Aproximately 15 minutes 

DIFFICULTY RATING: Easy

INS1953



UPDATED: AUG 2023

W W W . B B K P E R F O R M A N C E . C O M

3060 PERFORMANCE CIRCLE 
DELAND, FL 32724

PHONE: 386.624.0025 
E-MAIL: tech@bbkperformance.com

INSTALLATION INSTRUCTIONS

Install supplied bracket and hoses with fittings making sure the longer hose is on the left side of the oil separator as shown in photo.
1

Remove factory PCV hose by pushing the blue clips towards firewall and gently pulling up for removal.
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PART #1953 - FORD BRONCO 2.3L /2.7L V6 OIL SEPARATOR KIT  (2021-23)
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UPDATED: AUG 2023

W W W . B B K P E R F O R M A N C E . C O M

3060 PERFORMANCE CIRCLE 
DELAND, FL 32724

PHONE: 386.624.0025 
E-MAIL: tech@bbkperformance.com

INSTALLATION INSTRUCTIONS

Remove wiring harness clip/harness attached to stud on firewall and let hang out of the way for now.
3

Now install oil separator assembly with bracket on to firewall stud using supplied washer and nut. Then re-install factory harness clip 

back onto firewall stud.
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PART #1953 - FORD BRONCO 2.3L /2.7L V6 OIL SEPARATOR KIT  (2021-23)

INS1953

Rotate hoses for even fitment and then clip on BBK fasteners to factory location. Making sure using the longer hose on left or passenger 

side as shown in pic. Double check all connections and install is complete.
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UPDATED: OCT 2022

W W W . B B K P E R F O R M A N C E . C O M

3060 PERFORMANCE CIRCLE 
DELAND, FL 32724

PHONE: 386.624.0025 
E-MAIL: tech@bbkperformance.com

INSTALLATION INSTRUCTIONS

Remove spark plug wires then spark plugs for easier removal and install of headers.

5

Remove the torx head bolt from the oil dip stick bracket and remove the dip stick from the vehicle.
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PART #4048 - CHEVROLET SILVERADO 5.3 & 6.2L 1-3/4 IN. SHORTY HEADERS - TITANIUM CERAMIC (19-22)

INS4048/0

PART #40480 - CHEVROLET SILVERADO 5.3 & 6.2L 1-3/4 IN. SHORTY HEADERS - POLISHED SILVER CERAMIC (19-22)




