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INSTALLATION INSTRUCTIONS - INS221 

AXLE BACK SYSTEM 
Part # 41115 // 2015-2017 Ford Mustang GT 5.0L V8 

Special Tools required: Saws-all 

Install Time: Approximately 2 hours. 

Difficulty: Easy. 

NOTE! Be sure to check and re-torque the exhaust clamps 
and hardware after 500 miles of driving. ! 
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FOLLOW THESE INSTRUCTIONS CAREFULLY TO ENSURE CORRECT FITMENT AND OPERATION

 

   

 

 

   

   

STEP 1 

Lift the vehicle as high as possible utilizing approved jack stands or preferably 

a vehicle hoist. 

STEP 2 

Mark the exhaust pipes in line with the rear differential cover plate. Make sure 

to mark a straight line with the angle of the exhaust pipe. 

STEP 3 

Using a saws-all cut the stock exhaust along the marked lines. When both 

passenger and driver side are cut your end result should look like the picture 

on the right. 

STEP 4 

Remove the 2 bolts that secure the exhaust mount to the chassis located by 

the muffler tip. Next remove the bolt on the exhaust hanger that is located by 

the rear differential cross member. Once all 3 bolts are removed lift up on the 

exhaust and unhook the mounts from the chassis and remove the stock axle 

back from the vehicle. 
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STEP 5 

Working on the driver side, Remove the rubber exhaust mounts from the 

stock exhaust and install them accordingly to the BBK Axle Back System. 

STEP 6 

Slide the 2 ½” band clamp and the BBK Axle Back tube over the stock exhaust 

pipe. Lift upward on the axle back tube and hook the exhaust hanger to the 

chassis. 

STEP 7 

Slide the 3” band clamp and the BBK Vari-Tune Muffler onto the axle back 

tube. Lift upward on the muffler and hook the exhaust hanger to the chassis, 

reinstall the exhaust mount bolts and tighten them down. 

STEP 8 

Slide the 3” band clamp onto the Vari-Tune exhaust tip with the bolt and nut 

facing towards the center of the vehicle and slide the Vari-Tune exhaust tip 

onto the outlet pipe of the BBK Vari-Tune muffler. 
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STEP 9 

Level out the muffler and adjust the exhaust tip to your liking. Reinstall the ex-

haust mount bolt for the axle back tube and tighten it down. With everything 

in place and adjusted tighten down all exhaust clamps. 

Repeat steps 5-9 for the passenger side installation. 

NOTE! Be sure to check and re-torque the exhaust clamps and hardware after 

500 miles of driving. 
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ENGINE RELEARN PROCESS

Because your vehicles engine is electronically controlled by a computer, some control conditions are maintained by power from the battery. When the battery 

is disconnected or a new battery is installed, the engine must relearn its idle and fuel trim strategy for optimum drive ability and performance. 

   

  

     

STEP 1 

With the vehicle at a complete stop, set the parking break 

STEP 2 

Put the gearshift in P (Park) (automatic transmission or the neutral position 

(manual transmission), turn of all accessories and start the engine. 

STEP 3 

Run the engine until it reaches normal operating temperature. Approximately 

4-5 minutes. 

STEP 4 

Allow the engine to idle for at least one minute. 

STEP 5 

Turn the A/C on and allow the engine to idle for at least one minute. 

STEP 6 

Drive the vehicle to complete the relearning process. 

• The vehicle may need to be driven 10 miles or more to relearn the idle and 

fuel trim strategy. 

• If you do not allow the engine to relearn its idle trim, the idle quality of your 

vehicle may be adversely affected until the idle trim is eventually relearned 


