
ISOMETRIC VIEW
36" VERSION SHOWN

REFLECTIVE TAP

 10" 

 10" 

 8" 

 8" 

 4X 5
8 " 1" THRU

ON BASEPLATE

AA

 1
2 " BASEPLATE THICKNESS 

6 5
8 " O.D.

TG6 BOLLARD CAP

 1
4 " WALL 

"HEIGHT"
SEE TABLE

 3" 

SECTION A-A

TYPICAL INSTALLATION CROSS SECTION

CONCRETE FILLED
BY END USER

GENERAL DESCRIPTION:

THE U-FILL BOLLARD IS MADE TO BE FILLED WITH 
CONGRETE OR GROUT AND CAPPED WITH AN 
INCLUDED TOPGARD BOLLARD CAP. ONCE THE U-FILL 
BOLLARD IS FILLED, THE TOPGARD CAP IS WET SET ON 
TOP OF THE BOLLARD. CUSTOM COLORS ARE 
AVAILABLE FOR U-FILL BOLLARDS AND ALL COME 
WITH REFLECTIVE TAPE.

GENERAL SPECIFICATIONS:

DIAMETER:  6-5/8" OD
MATERIAL:  ASTM A36 STEEL
FINISH:        SAFETY YELLOW

INSTALLATION PARTS LIST
ITEM NO. PART NUMBER DESCRIPTION QTY.

1 BDB-1004-XX U-FILL BOLLARD 1
2 BDBSB54 HEX HEAD ANCHOR - 1/2" x 4.0" LG, ZINC PLATED 4

AVAILABLE CONFIGURATIONS

PART NO. HEIGHT

BDB-1004-36 36"

BDB-1004-42 42"

BDB-1004-48 48"
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