
Fairy Carry

10” x 5”
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Materials:

Fabric A: 1/3 yard exterior & pocket fabric

Fabric B: 1/3 yard or 1 fat quarter lining fabric

Fabric C: 1/3 yard fusible flleece

Exterior:

Cut (2) 11”x11” squares

Cut (1) 11”x11” square

Cut (1) 11”x4” strip

Cut (1) 11”x11” square

Cut (1) 11”x5 1/2” rectangle

This clutch can be made in any size, just adjust your fabrics accordingly. Seam allowances are 1/2”.

Apply the sqaure fusible fleece to the wrong side of the 11” square of fabric A.

10” x 5”Fairy Carry



Pocket:

Apply the rectangle fusible fleece to the wrong side of the 11” square of fabric A, aligned along 
one long edge.  Fold the unit in half, along the edge of the fusible fleece, completely enclosing it. 
You’ll now have an 11” long folded edge of fabric, with the raw edges on the opposite side.
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Strap:

Create the strap by folding the 11” x 4” strip of fabric B in half lengthwise and press. Open up and 
fold the long edges in toward the first center crease, on each side; press.  Fold in half again, 
enclosing all the raw edges. Top stitch along both long edges.

Place the strap on the pocket unit against the side where the fusible fleece is adhered. Stitch in 
place on either side. This will now be referred to as the right side of the pocket unit.



Optional:

Lining:
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Place the lining right sides together against the exterior/pocket unit. Stitch around all 4 sides, leav-
ing a 4” opening along the center bottom part of the pocket. Clip corners and flip clutch right die 
out. Poke out corners. Press opening hem in place and whip stitch closed. 

Begin building the clutch by placing the pocket piece right sides together with the exterior piece 
lining up raw edges and the folded portion in the center of the exterior square. Sew across the 
raw edges on the bottom portion only.

Clip the corners of the exterior unit by measuring 2” down from the top right corner and marking a 
dot, then measure 2” across the top right corner and mark a dot. Cut o� the corner from dot to 
dot. Use that piece to measure the opposite corner and cut the same.
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Reach into pocket area and flip it around to enclose the hemmed edge to the inside. Make sure 
the strap is on the pocket side of the clutch. Press all edges, top stitch if desired and tuck in flap. 


