
A water based synthetic latex polymer designed to provide a waterproof system when used as a direct replacement for water to mix Norcros Flexible 

cement-based adhesives. Ideal for use with Norcros Permalayer Anti-fracture Membrane for use in areas with limited movement such as single layer 

timber floors which will be subject to wetting, without the need for a separate tanking system.

 Waterproofing system

 Easy to use

 Add to Norcros cement-based adhesives

 Suitable for a variety of substrates

 Interior and exterior use

SURFACE PREPARATION
All surfaces should be dry, clean and strong enough to support the tiles to be fixed. All traces of dirt, dust laitance and other contaminants must be 

mechanically removed. Substrates should be true and flat to allow tiles to be fixed without visible lipping of tile edges. This will be particularly appropriate 

where larger tiles, tiles with rectified edges or mosaics are being installed. Porous or dusty surfaces must be sealed using Norcros Prime Bond diluted 1:4 

with water.

WATERPROOFING  
ADMIXTURE
Synthetic Latex Polymer  
Waterproofing Additive

Internal Yes

External Yes

Cement:Sand Render Yes

Cement:Sand Screed Yes

Anhydrite Screed Yes Seal and prime as 
overleaf

Existing Vinyl Yes

Flooring Grade Asphalt Yes

Heated Floors Yes

Timber Floors Yes Permalayer or plywood/ 
Pro Board/Pro Ply 
overlay

Existing Glazed Tiles Yes Slurry Bond Coat

Coverage Rapid Porcelain Grey/  
Norcros Rapid Porcelain  
& Stone White

Approx. 5.8 to 6 litres/  
20kg bag

Norcros Rapid Porcelain  
Adhesive Grey  
(bag in bucket) 

Approx. 4.4 to 4.5 litres/  
15kg unit

Norcros One Part Flexible 
White/ Norcros One Part 
Flexible Grey

Approx. 5.5 to 6 litres/  
20kg bag

cumike
Stamp
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MIXING
Shake the bottle well, ensuring a regular dispersion of colour. Pour the 

correct amount of Waterproofing Admixture for the adhesive being used 

into a clean pail and gradually introduce the adhesive powder, stirring to 

blend to a smooth lump free consistency. The properly mixed mortar will 

be thick enough to hold the adhesive ribs without slumping. It should 

be noted that the use of Norcros Waterproofing Admixture will reduce 

the pot life/ working time of the adhesive. It is therefore essential to 

mix only enough material that can be used within the pot life of the 

product which will be around 30 minutes for rapid setting adhesives 

and in excess of 60 minutes for the standard setting adhesives. These 

temperatures will be extended in cold conditions and reduced in hot 

weather/ warm temperatures.

APPLICATION
Apply the adhesive using the recommended procedure (refer to the 

adhesive product data sheets), working in manageable areas. When 

laying Norcros Permalayer Anti Fracture Membrane, apply a 2mm bed 

of the mixed adhesive to the substrate using a suitably notched trowel. 

Lay the Permalayer onto the adhesive bed and roll and press flat until the 

adhesive appears through the surface, ensuring that no voids remain in 

the adhesive bed (the use of a roller at this stage is recommended). To 

ensure that 100% coverage is achieved it is recommended that a skim 

coat of the modified adhesive is applied over the Permalayer. Allow to 

dry before tiles are fixed.

STORAGE
Store in dry interior conditions away from direct sunlight between 

5°C and 25°C. The product has a shelf life of 12 months from date of 

manufacture.

TECHNICAL ADVICE
For advice on tile installation products call the Technical Helpline on 

01782 524140. 

Further information may also be obtained from the Norcros ‘How to’ 

sheets available on the website. 

HEALTH & SAFETY
Product not classified as hazardous. Keep out of reach of children. Do 
not get in eyes, on skin or on clothing. Wear protective gloves/protective 
clothing/eye protection/face protection. IF IN EYES rinse continuously 
with water for several minutes. Remove contact lenses if present and 
easy to do. Continue rinsing. IF SWALLOWED wash out mouth with 
clean water. Do not induce vomiting. Drink plenty of water. If symptoms 
persist seek medical attention. Rinse skin with water/shower. Dispose of 
contents/container in accordance with local/regional regulations.


