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This product is an excellent digital surveillance equipment designed specifically for the
field of security. Embedded LINUX operating system, making the system more stable; using
standard H.265MP video compression algorithms and a unique spatial and temporal filtering
algorithm to achieve a high-quality, low bit-rate synchronous audio and video surveillance;
powerful network services greatly enhance the ability of network data transmission and remote
control capabilities.

Part one Basic Operation

1. Basic Installation

1.1 Hard Disk Installation

For the first use，please install the hard disk. The quantity of Hard Disk is based on
requirement and specifications of the device。Note: NVR can run andmonitor normallywithout
hard disk,while it can’t record and playback.

1.2 Mouse Connection

There are 2 USB port at back panel , the 2 USBports could be used formouse, Flash stick,
mouse connection is depend on products specifications based on different products.

2. Starting

Plug the power supply and turn on the power supply switch. After finishing the startup you
will hear a beep, and the default setting of video output ismultiple-windowoutputmode.

Note: Restart the power after the abnormal power off, NVRwill automatically recover the
state before power off.

3．Turn Off

There are two methods to turn off the NVR which are soft switch and hard switch.
Entering [Main menu] and choosing [Logout] in the [turn off the system] option is called soft
switch.Turn off theNVRpower adapter is called hard switch.

Note: The setting information must be saved before replacing the battery otherwise
informationwill lose.

4．Login

When the NVR boots up, user must login and the system provides the corresponding
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functions with the user purview. There are two user settings which are admin and guest; and
they have no passwords. “admin” is the super user purview; “guest” is the common user
purview which have right to preview and recording playback. User ”admin” and “guest” can
change the password, but can’t change the right.

Password protection: If the password is continuous wrong seven times, the alarm will
start. (Through reboot or after half an hour, the account will be unlocked automatically) For
your system security, pleasemodify your password in “Usermanagement” after first login.

5．Preview

Login normally and choose the multi-menu preview status.The system date, time and
channel name are shown in each viewing window. The surveillance video and the alarm status
are shown in each window. The normal interface have icons as bellow: channel name,
recording mark, audio mark. when trigger alarm, it will be display: video detection, video
shelter, video loss and etc alarmmark.
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Enter [MainMenu]→ [System] → [General ] .

Choose the time zone and language you’d like themenu system to be displayed in.

6. Set System Language and Time

7. Remote IPC

6.1 Add IPC

Ways：

1.Right click->CameraManage
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2.Right click->Mainmenu->Camera ->CameraManage->Manual add

Online equipment

[search] to search IPC inLAN.

[add] choose the IPCyouwant to add

[quick add] add IPC for all vacant channel

[protocol] choose the protocol for connecting IPC, generallyONVIF.

Modifying IP address of IPC: click , entering the “Modif IP” interface, then
modify IP.

Added device

[delete] to delete added IPC

Manual add

Choose protocol, input IPC address, user name and password to add.

IPC PnP

After choosing the function, system will add IPC for vacant channel
automatically every one minute.

6.2 Remote access configuration

Double click one IPC in added device box or click , it will pop up the
interface for remote configuration IPC as below.
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[time synchronization] sync IPC and NVR in time

[protocol] choose the protocol for connecting IPC, generallyONVIF.

[DeviceType] IPC

[Stearm]Main Stream

[Remote access] 1

[Device address ] camera IP address

[Port]5000

[Username ] IPC user name

[password] password to log in IPC

[Delete Binding] to delete IPC

Remote operation list

[Device Information] to check the information of IPC

[SystemTime] to modify IPC time

[Remote Reboot] to reboot IPC

[Restore Default] restore IPC default configuration

[Video Encode] set video parameter, like resolution, frame rate, bit rate etc.
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[Color Settings] to adjust the image in brightness, contrast, saturation, hue.

[Machine Name] to modify IPC name

Note: to modify NVR channel name, it’s in system-> GUI display.

Quick operation

In preview interface, click to add IPC, click to configurate IPC.

7. Recording Setting

Enter [MainMenu] → [Record] .

Note: at least one hard disk to set as read/write disk.

7.1 Select Channel

Twoways:

1. Click drop-downbutton, choose channel, if choose “all”, it will set all channel unified.

2. Putmouse cursor on channel number, scrollmousewheel to find channel to set.
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7.2 Redundancy

Redundancy function is to keep record file double backup. It needs two hard disk to record,
one is used as read/write disk, the other is used as redundancy disk.

7.3 Length/min

Each record file time length is defaulted 60minutes. (no alarm record produced)

7.4 Prerecord/Sec.

Prerecording means detect /alarm record start at the pre-recorded time before alarm signal
occurs.

7.5 Main Stream

Recordingmode includes: schedule,manual, stop.

[schedule] if choose this type, need to set record types and time periods.

[manual]manual record all the time nomatterwhat status the channel is

[stop] no record nomatterwhat status the channel is.

Record type

[Standard] It records by regular typewhen no special situationoccurs in the time you set.

[detect] When one of the three signals triggered in the time period you set, which are
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“motion detect’, “video blind” and “video loss”, it will record by detect type.

7.6 Extra Stream
Same as theMainStream.

7.7 Day
Set the date youwant tomake record

Period

Recordworks in the time period you set.

Set the parameters on week and period. There are four time period which can be
continuous or discontinuous or repeated. Three record types are behind each time period to
choose.

8. Record playback

Enter [MainMenu]->[playback]
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8.1 Record query

Choose time , click to query, after that, click to enter file list interface.
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【time period query】

【recording mode query】

If there are record, itwill appear in the list on the right of the interface.

8.2 Record play

Double click the file in the list which youwant to play, or click “play” button.

full scream Key function

play

recording playback

stop playback

slow play
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fast play

last profile

next profile

previous frame

next frame

When playback record, you can take the above operation except “previous
frame” and “next frame”.

When pause playback, the operation on “previous frame”or “next frame”
works.

9．Net work setting

enter [MainMenu]>[Network]

【IPaddress】： Set the IP address.Default: 192.168.1.18；

【SubnetMask】：Set the subnetmask code default 255.255.255.0；

【default gateway】：Set the default gateway default 192.168.1.1；

Make the equipment’ s IP address and the router in the same network segment. if the
router IP address is 192.168.1.1, and the subnet mask is 255.255.255.0, It works by default
network setting.generally the default gateway is the router IP address.
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10.Motion detection Setting

enter [MainMenu]>[Sensor]>[MotionDetect]

Make sure IPC alarm enable before settingNVRalarm.

10.1 Alarm function

Choose channel, time period,and tick the enable box, enter OK, then alarm function
works.

[Interval/Sec.] in the interval time, several times motion detect happens, only trigger
one alarm signal. It also means it alarm only one time.

10.2 linkage setup
Linkage setup is to make reactions when alarm occurs.

10.2.1 Alarm output

whenalarmoccurs , the external alarmdevice react.

[Record delay/Sec.] when alarm signal triggered ,alarm output last for the delay time. Set the
time youwant.
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10.2.2 Record

When alarmoccurs, it will record by detect type.

[Record delay/Sec.]when alarm signal triggered, the record last for the delay time. Range: 10
sec.-300 sec.

Note: linkage record working also need to set in “record conf” interface. Make sure
alarmperiod is in the range of recordperiod.

10.2.3 tour

When alarm signal triggered, it will tour channel by channel.
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10.2.4 PTZ

When alarm signal triggered, the PTZ react.

Note: before linkage PTZ, set the parameter in “PTZ control” interface through
right-click menu

10.2.5 Send EMAIL

When alarmsignal triggered, sending email at the same time.

Note: enter [MainMenu]->[Network]->[Email] to set parameter firstly.
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Enable: Tick enable to active email.
SMTP Server : Choose the SMTP server name of your sender email address (For
example, if
your sender is gmail box, then server name will be SMTP.GAMIL.COM,suggest for
commonly
used mail box such as gmail, yahoo, etc. )
Port: When you choose the SMTP Server, it will choose correct port for email.
Need SSL: Tick SSL here.
User Name and Sender: Fill in same email address.
Password: Fill in password of the email address input in User name and Sender.
Receiver: Fill in an email address you want to receive motion detection notifications.
Mail Testing: Click test email settings (you should receive an email if properly
configured)

.
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10.2.6 Show Message

Alarm status prompt will be shown on screen when alarm triggered.

10.2.7 Buzzer

When alarm triggered, it will beep.

11. PTZ Control

PTZ function is determined by PTZdevice. Right click->PTZcontrol

11.1 Basic Settings

[control direction] to turn in eight different directions
[speed] speed of PTZ turning
[zoom] adjust camera magnification by /

[focus] narrow camera focus by adjusting /

[lris]adjust camera iris by /

[PTZ Trace] press mouse left key, PTZ turn quickly.
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Part two Remote Control

1. WEB Remote View

After connecting network, open IE browser,input device IP address to enter into the
device. For details please refer to the web client user manual.

Web log in interface

Web main interface

2. VMS

VMS software is used in a computer, and manipulates several device at the same time.

Download:
https://www.dropbox.com/s/mwr4d5tl335rcgz/VMS_Eng__V1.0.2.3.3.11_Win_Gener
al%281%29%20-%20%E5%89%AF%E6%9C%AC.exe?dl=0

https://www.dropbox.com/s/mwr4d5tl335rcgz/VMS_Eng__V1.0.2.3.3.11_Win_General%281%29%20-%20%E5%89%AF%E6%9C%AC.exe?dl=0
https://www.dropbox.com/s/mwr4d5tl335rcgz/VMS_Eng__V1.0.2.3.3.11_Win_General%281%29%20-%20%E5%89%AF%E6%9C%AC.exe?dl=0
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(open www.hiseeu.com-Software-POE Camera Syetem)

For first time use the VMS, you need set a password for the VMS , for your second
time use the VMS, you need use this password login in.

Log in Interface

Main Interface

http://www.hiseeu.com-software
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3．Mobile Phone Monitoring

Our device support mobile phone monitoring, like IPhone or Android system phone.
 setting mobile monitor service
Step1 Open [Main Menu]-[Network]-[Nat2] as follows.

Note: Defaulted Mobile Monitoring service is enable. mobile phone client software is
“Danale”
 Log in and monitor
1. For new users, please tap Sign Up to register an account.
2. Type in your mobile phone number or email address, then tap Next .
3. Check your SMS or Email for the verification code, then tap Next.
4. Tap to Add devices
5. Tap QR Code to add to get into the scan camera QR code page, or click Next to
discover the connected local LAN IP camera.
6. Put the NVR QR code in the app effective scan area, and then give a nickname for
the recognized NVR
7. Tap the camera list to start live video.
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Note:Device need to be connect to public net when mobile monitor. If you use
Android mobile.similar operation. use mobile to search "Danale" in the Google
play and install it online.
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Appendix 1. Remote controller operation

Serial
number Name Function

1
Multi-cha
nnels
button

Multi-channels preview

2 Number
button

Password input/number input/
channel switch

3 【Esc】 Back to up window

4 Direction
button Direction and OK button

5 Playback
operate Playback Basic operation

6 Record
control Enter into record menu

7 Remote
controller

Input the number of NVR to
control it

8 FN Assistant function
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Appendix 2.Mouse operation

*Take right hand as an example

Operation Function

Double left click

Double click one item in the file list
to playback the video

Double click the playback video to
zoom in or out the screen

Double click the channel to make it
full screen display in preview

double click again back to the
multi-channel display

Left click Choose according option in the
menu

Right click

Pop up desktop shortcut menu in
preview interface

Pop up shortcut menu when
operating menu

Wheel button

Add or subtract number value in
the number setting

Switch the items in the combo box

Page up or down in the list

Move mouse Choose the widget or move the
item in the widget

Drag mouse
Set the motion detect area

Set the cover area

Thank you for reading, if you have any questions please contact us.
Our email address : support@hiseeu.com
Websit: www.hiseeu.com

mailto:support@hiseeu.com
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