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乌克兰能效label

label 料号：label Part NO.:

内销中文字体要求高度1.8mm以上

Yes No

Q40G*

针对带有UL logo的标签，其厂家须在
最小包装上标示UL Recognized 
Component Mark       公司名称，
型号及 UL file no. 

冠捷电子科技（福建）有限公司
TPV Electronics (Fujian) Co., Ltd.
地址(Add)：中国福建省福清市元洪路上郑
Shangzheng,Yuanhong Road, Fuqing City,
Fujian Province, China 
电话(Tel)：+86-591-85285555  85285559
传真(Fax)：+86-591-85285447
郵編(Postcode)：350301

条码印刷:
barcode print:

1.所有条码读码等级：C级及以上，
客户有特殊要求除外；

REVISION

VERSION A

备注Remark:

安规签核Safety parts:

Yes No

xiaoling.zheng
Feb-08-22

label正面

60mm

120mm

NOTE:
1.印刷如上图
   Printing as the drawing
2.尺寸:具体见上图所示(公差：+/-0.2mm)
  Dimension:as the above drawing(Tolerance:+/-0.2mm)
3.材质：50#白色PET(表面覆膜，背面覆胶，贴于面板保护膜）

4.颜色：如图所示
  Color:See the drawing
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55BDL4107X

150
220

 138,7 54,6

5.耐高温测试：在钢板上耐温范围为-20～100°C，100°C保持8小时后不翘角,不分层,不脱落,不起泡等。
在被贴物面上耐温范围为-20～65° C，在65°C保持8小时后不翘角,不分层,不脱落,不起泡及无油墨脱、褪色、变色等现象。
撕下时背胶不能遗留在被贴物上，且背胶不能破坏被贴物表面。
High temperature resistance test: The temperature resistance range on the steel plate is -20～100°C. After keeping at 100°C for 8 hours,
there will be no warping, no delamination, no falling off, no blistering, etc.
The temperature resistance range on the surface of the affixed object is -20～65°C. After keeping at 65°C for 8 hours, there will be no warping,
no delamination, no shedding, no blistering, no ink detachment, fading, discoloration and other phenomena.
When tearing off, the adhesive can't be left on the affixed object, and the adhesive can't damage the surface of the affixed object.
6.温湿度循环测试：循环条件：在被贴物面上，温度-20～65°C，湿度30～90％，时间 96小时。每分钟温度变化不低于5°C,时间96小时后不翘角、
不分层、不脱落、不起泡及无油墨脱、褪色、变色等现象。撕下时背胶不能遗留在被贴物上，且背胶不能破坏被贴物表面。
Temperature and humidity cycle test: cycle conditions: on the surface of the object, the temperature is -20～65°C, the humidity is 30～90%,
and the time is 96 hours. The temperature change per minute is not less than 5°C, and the angle will not be warped after 96 hours.
No delamination, no shedding, no blistering, no ink detachment, fading, discoloration, etc. When tearing off, the adhesive can't be left on
the affixed object, and the adhesive can't damage the surface of the affixed object.
7.裁切需均匀且印刷不可有溢墨及颜色不均等不良现象
Printing ink can not have overflow and printing color can not be uneven etc.
8.其它测试要求详见（FQ-背胶类产品测试检验规格）


