
 ASSEMBLY INSTRUCTION MODEL #AND-9204-CL-MK

You will need 4 - Candelabra Bulb

40 Watts Recommended 60 Watts Max.

(Bulb not included)

USE LED BULBS FOR EXTENDED USE 

THIS FIXTURE IS WET RATED

1. To install the glass shade, separate the Bottom
Cage by removing the Nut.

2. Insert the Glass Shade into the Bottom Cage.
3. Install the bulb into the socket.
4. Attach the Bottom Cage to the Top Cage by

screwing a Nut securing the two together.
5. Determine the preferred hanging height and

adjust the chain then connect one end to the
loop on the canopy and the other to the loop on
the fixture
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Glass Replacement:
Follow instruction steps #1-4, in reverse, skipping 
step #3.

Bulb Replacement (Bulb not included): 
Follow instruction steps #1-4 in reverse.
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Part Numbers
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 ASSEMBLY INSTRUCTION MODEL #AND-9204-CL-MK

A. (1)-Mounting hardware
B. (1)-Canopy; W6" x H.5"; XHX9203MKCAN6IN
C. (1)-Chain; 72" x 4.0mm; XHX9203MKCHA4MM
D. (1)-Loop
E. (1)-Top Cage
F. (1)-Socket
G. (1)-Glass Shade; W9.75" x H10"; XHX9202GLA10IN
H. (4)-Nut; XHX9201MKNUT
I. (1)-Bottom Cage




