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CRY ST⑥RAMA
LIGHTING THE 'v/AY F口R SIXTY YEARS 

ASSEMBLY INSTRUCTION MODEL #CAP-8500-MK一 TG
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All electrical components must be 

installed by a licensed electrician 

in accord口nee with the National 

E lectric Code and the appropriate 

local electrical codes I 11111 1 
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You will need 1 - Med.Bulb 

40 Watts Recommended 

100 Watts Max 

USE LED BULBS FOR EXTENDED USE 

California T24 JAB-2016 Qualified:Satco 

(59612); 10.5 watt LED Medium Base 

recommended. Bulb not included 

ulb(Not included )(3 ) 
””’o h翩l

1. To install glass , separate the 臼ge (2) ), by 

(4) 

lass (5 ) 

EILING JUNCTION BOX 

UPPLY WIRES 
UPPL Y GROUND WIRE 

WIRE CONNECTOR 
IXTURE WIRES 
IXTURE GROUND WIRE 
OUNTING BAR 
OUNTING SCREWS 
ROUND SCREW 
MACHINE SCREWS 

ANOPY 

rem。，vlng the Screws ( 4).
2. Install the bulb (3) t。 the s。cket (1).
3. Connect the Glass (5) and the c。ge (2), by 
screwing In Screws ( 4) t。 secure cage.
4. 刊e canapy of the fixture can naw be mounted
t。 the ceiling by following instruct！。n Drawing (1 ). 
Ras翩翩回alt Glllm lrnlllllllan:
1 .Follow lnstructians # 1 and # 3 ab。回 t。
Install new glass. C。mplete by c。nnecting the
Cage (2) and the Glass (5) by screwing In
Scre嗣（4) to secure cage.
BulbfllPI•糊咽，t
1. Separate the Glass (5) and the Cage (2), by 
rem。ving Screws ( 4 ). 
2. Install the bulb (3) lnta the 回cket
3. C。mplete by c。nnectlng the Glass (5) and the 
Cage (2) by screwing In Sere嗣（4) t。 secure
cage. 

After securing fixture to the ceiling it is 
recommended that the gap between the 
ceiling and the canopy be sealed 。n
the top and both sides, with a good 
quality waterpro。f caulk 。r silic。ne
sealant (NOT INCLUDED) 

L'.t, WARNING: This川ct can exp�se. you to L叫
which is known to the State of California to cause cancer 
and/or 。irth defects or reproductive harm. For more 
information go to www.P65Wamings.ca.gov 



CRY ST⑥RAMA
LIGHTING THE 'v/AY F口R SIXTY YEARS 

PART NUMBER MODEL #CAP-8500-MK-TG 
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Part Number 

EILING JUNCTION BOX Part Numbers 
A. (1 )-Mounting hardware
B. (2)-Machine Screws
C. (1 )-Canopy; W6.25’XH0.5「XNO8500MKCAN6.251N
D. (1)-Cage
E. (1)-Socket
F. (1 )-Bulb(Not Included)
G. (3)-Screws
H. (1 )-Glass；φ，7_75”X6.25”；XNO8500BOTGLA7.75IN 
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