FILTER SUPPORT ASS'Y #1315000
WING NUT #92511600

— T CRV-A SERIES  wvwwesiock

l FILTER HOUSING (ALSO CRV6-60) REV 7/31/2021 #1394100

DISK #1361200

#1326801

FILTER W/GASKET
#1312401 (1, 12, 24)

GROMMET
#91309700
RAJAH BAKELITE
AIR SEALER WIRE HARNESS #91302400
#90/70/200 #2521100
IGNITION WIRE ASS'Y et =

#1320700

PILOT
(MERCURY)
SWITCH

HEYCOS

PILOT TUBE (ONLY)
#91400105

DISK #1360600

PRIMARY AIR SHUTTER
#13605 - -

SPARK GEN/IGNITOR BOX

#REPLSPARKGEN
POWER CORD

#91306400

RAJAH FERRULE (METAL) #1313701 #91309600
#91307900 ' -
Qv 'S ¥ GROMMET
SPARK PLUG . ' _i} #91309400
#1320200 ‘ e e
s THUMB SCREW
WASHER :. .:J / (BURNER DOOR)
#91109300 _ DOOR GASKET #91115100
s e o i op 8/
PILOT SHIELD COVER WING NUT

#1330000

#92511600
GAS VALVE W/REGULATOR

#REPLGASVALVEZ b END VENT
—_— - - PLATE #13676 - -
COIL #90014900
GASKET (2 REQUIRED) #1351200 (i SE—
o ‘ :
— . F—— COMBUSTION CHAMBER ’;’;?%gg’gg VENT CLIP

METAL RING (NO CONVERSION KIT AVAIL.)
#1390201  #2553200 #2722300

If old head (round ceramic), will need to have

*SUB-HEADS ARE NO LONGER AVAILABLE, REPLACE WITH COMPLETE B- BURNER PACKAGE 270--- .
notch cut to get into throat

*INDUCER MOTOR = VACUUM PUMP - VERIFY SIZE

“*VACUUM AT END VENT SHOULD BE BETWEEN 2-3"WITH SYSTEM HOT 2-1/2" IS IDEAL SETTING
AT 3/8" PLUG READING SHOULD BE .2TENTHS NEGATIVE WITH BURNER FIRING

DOOR
W/O HOLE # 2724902
W/ HOLE # 2724901

OBSOLETE PARTS:

13942 - - MAIN ORIFICE

1325100 - BURNER HOUSING

1361302 - FILTER, TOP GASKET

1361301 - FILTER, BOTTOM GASKET

1352300 - LEAD COVER

1320100 - BURNER SUBHEAD

91905400 - RUBBER BUMPER

90201400 - REGULATOR (NOW W/GAS VALVE)




