"A"-"B" SERIES EP200 VACUUM PUMP

rev 5/2010

PUMP PACKAGE #2716305
b DAMPER(ONLY)#1327500
SHUTTER({ONLY)#1329100 DAMPER ASS'Y

BOLT #911025 1/2 (1/4-20 X 1/2 HEX) #1313800

EXT. TOOTH WASHER #911094 1/4
1/4 FLAT WASHER #971080 1/4

TROUBLE SHOOTING NOTES:

BURNER END VENT SHOULD ) .--" .
READ 2-3" WATER COLUMN v -
(2 12" IS IDEAL W/ SYSTEM HOT) ,“ '

VACUUM SHOULD BE APPOX. 8" v R :

ALWAYS DOUBLE CHECK ' o’
THE ROTATION OF THE MOTOR . ”

\ INLET PLATE

o #1327401

O/8 AIR PROVING SWITCH #90434501
VACUUM SWITCH #90430600 -

LONG BOLTS ON
THIS SIDE OF PUMFP

[DD INCLUDED IN PARTS
BAG #1311700 )
NO HUB CONNECTOR #51506

INLET PLATE
(ALT. CONNECTION WITH SCH 40 PVC)
#1327401 Y

/ 4" HOSE CLAMPS

GASKET |
491406940 | M #91901300
\j\ et / - BIRD SCREEN
SCROLL - 4" 0.0. TUBING d e W/CLAMP
#1394400 #1312200

4 1/2" BOOT PKG. \ NEOPRENE RING #91906900

IMPELLER
"A"SER#1394600 W s W/ NEOPRENE RING
"B'SER#1394602 T 3 #2771000
k . 1/2 HP MOTOR A-SERIES OPEN FRAME STD. #1311600
RUBBER MOUNTS SPECIAL ENCLOSED #90600600%*
#91906100 - : “ 3/4 HP "B" SERIES MOTOR (ENCLOSED STD) #90604500%*

NUTS(2PER MT)
MOTOR

#91116200 o
ROTATION

a——PB OWER FRAME & STAND #1362500

MOUNTING ANGLE (6 PCS)
#1312100

* #90430600 VACUUM SWITCH INTERLOCK NEEDS TO BE USED

*% STARTING 6/99 #90430600 VACUUM SWITCH INTERLOCK NEEDS TO BE USED



