
for 7-13 Inch Tablets

PAD-MFCM

Multi-Flex Car Mount 

1.Choose the clamp according to your needs.  2.Align the holes on the clamp to the screw holes on the side of gooseneck.
3. Screw up Y screws to tighten the coonection.   

1. Choose the clamp according to your needs.   2.Put all with the correct direction and postion. 3.Screw up the screw to tighten the connection.  
4. Screw up one Y screw to the hole on the side of gooseneck to prevent the rotation.

Unscrew the screw or nut of your car seat rail,insert the clamp and then screw up the screw or nut to tighten it again. 

3. Installing to your Car

 2. Installing the Gooseneck Car Mount to the Car Seat Rail Clamps

Instructions：

Allen Key(Bigger)

Spring Washer
Washer

Screw
Y Screw

These three clamps allow
you to connect the bottom 
of gooseneck.

  

  
Y Screw

Y Screw

These two clamps allow
you to connect the side  
of gooseneck.

PS: The holes on the 
clamps allow you to 
adjust the connection 
direction

These four clamps 
allow you to connect 
the car seat rail.

Make holes on the floor or wall of the car according to the holes you selected on the clamp,then screw up the WALL SCREWS to connect it. 

This clamp allow you to 
connect the wall or floor
of the car. 

Diameter: 5 mm
Allen Key(Smaller)

Allen Key（Bigger）

Multi-Flex Car Mount 

“Y ” Screws

Screw

Washer 

Spring Washer

Car Sear Rail Clamp Sets

Keys

Wall Screws 4. Adjusting the Multi-Flex Pole

Release the knob to loosen the 
universal joint. 

Adjust the pole by rotating the pole 
and universal joint.

Lock the knob to tighten universal 
joint again.

Use the Allen key to tighten and loosen the connection 
screw, adjusting ease of rotation in the tablet holder.

Press button on side of tablet holder to slide open.Insert 
your tablet against spring arm,then slide other end back down.
 

360  rotationo

Allen Key

270  rotationo

5. Installing your Device and Adjusting the Tablet holder

Use this table to determine the appropriate 
foam pad to use with your tablet. 
Note: sizes refer to total tablet size with or 
without a case. 

m
m

Foam Pad 
Thickness

Tablet 
Thickness:

1mm 0.67-1.06in
5mm 0.51-0.91in
10mm 0.31-0.71in

17-27m
13-23m
8-18mm

/
/
/

Select the appropriate foam pad according 
to the thickness of your tablet (or tablet in its 
case), then press adhesive side into center 
of the tablet holder. 

1mm Foam Pad

5mm 
Foam 
Pad

10mm 
Foam 
Pad

1.Attaching Foam Pad to 
Tablet Holder

Foam Pads

ithaca
Sticky Note
1. Attaching Base to Gooseneck

ithaca
Sticky Note
Seat Rail Connection Bases

ithaca
Sticky Note
1. Choose the base with the angle that matches your needs.
2. Align washers and base as shown in diagram above. Use larger Allen key to screw together.
3. Screw a Y screw into hole on the base of the gooseneck to prevent rotation.

(delete 4)


ithaca
Sticky Note
Use this piece if you need to attach the gooseneck to the side of your seat rail (instead of directly above)
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Delete

ithaca
Sticky Note
1. Align the holes on the clamp to the screw holes on the side of the gooseneck. 
2. Use 2 Y screws to tighten connection to gooseneck as shown in diagram above.

(delete step 3)
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capitalize Your
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Sticky Note
Seat Rail Connection Bases

ithaca
Sticky Note
Unscrew the screw or nut of your car's seat rail. Insert clamp base, then screw nut down again and tighten.

ithaca
Sticky Note
This clamp allows you to install the mount to the floor or side of the car.

ithaca
Sticky Note
Drill holes on the floor or wall, aligning with clamp base, then use included wall screws to connect. Consult a professional before drilling holes into your vehicle.

ithaca
Sticky Note
Pull back clasp lock to loosen universal joint.

ithaca
Sticky Note
Rotate pole and adjust angle as desired.

ithaca
Sticky Note
Push clasp lock back toward joint to lock in place.

ithaca
Sticky Note
capitalize Your and Holder

ithaca
Sticky Note
2. Use smaller Allen key to adjust tension at point of connection between the tablet holder and gooseneck. 




