
Universal Flush-to-Wall Mount and Enclosure
PAD-PARADWM

INSTALLATION - MANUAL

1A. Installation into Drywall

1B. Installation into Drywall Stud or Solid Wall

2. Insert Enclosure into 
opening (Shown Above) 1. Identify Opening (Shown Above) 

3. Slide Brackets through the opening in 
the enclosure and out the back(Shown 
Above) 

4. From the front, screw in bracket to 
enclosure (Shown Above) 

5. Repeat steps 3 and 4 (Shown Above) 6. Close cover to complete

1. Identify Opening (Shown Above) 2. Insert Enclosure into 
opening (Shown Above) 

3. Identify (4) slit openings for nails. 
(Shown Above) 

4. Nail in bolts at top (Shown Above) 6. Close cover to complete (Shown 
Above) 

5. Nail in bolts at bottom (Shown Above) 
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2. How to Insert Tablet into Enclosure

3. How to insert different foams to accommodate various compatible tablets

1. Open the Front Cover (Shown Above) 2. Using the provided key, unlock the 
tablet holder section (Shown Above) 

3. Lift up the back plate (Shown Above) 

4. Insert the tablet. Use appropriate foam pieces to accomodate the 
correct pieces shown below  (Shown Above) 

5. Put the back plate back in the original place. Lock the tablet holder. Plug in power cord to 
the tablet and cable route through the holes in the back  (Shown Above) 

5. Close Front Cover
to complete setup. (Shown Above) 

1. Place foam pieces as shown. Di�erent thickness foam pieces to be used depending on which tablet 
compatibility you have. See below to coordinate thickness and tablet device.
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