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Security Gooseneck Car Mount

3. Installing your Device and Adjusting the Tablet Holder

1. Insert key into lock at back of holder. Turn counter-clockwise to 
unlock, then slide to open. Insert tablet against fixed end, then 
slide down to hold tight. Turn key clockwise to tighten.

2. Use smaller Allen key to adjust tension at point of 
connection between the tablet holder and gooseneck. 

Allen Key(Smaller)

Allen Key（Bigger）
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 1. Attaching Base to Gooseneck
Instructions：

Y Screw

Y Screw

 
These three clamps allow you to connect from the bottom of the gooseneck.
Depending on your car or vehicle, you may need to choose the diffrent car seat rail clamp according to your needs.

Spring Washer
Washer

Screw

Allen Key(Bigger)
Y Screw

1. Choose the base with the angle 
that matches your needs.
2. Align washers and base as shown
Use larger Allen key to screw together.

Seat Rail Connection Bases 3. Screw a Y screw into hole on 
the base of the gooseneck to 
prevent rotation.

  

These two clamps allow you to connect the side of the gooseneck

PS: The different holes on the 
clamps allow you to change 
the orientation 1. Align the holes on the clamp 

to the screw holes on the side 
of the gooseneck. 
2. Use 2 Y screws to tighten 
connection to gooseneck.

2. Installing to your Car
These four clamps allow you to connect the car seat rail.

2.Insert car seat rail clamp. 1.With a socket wrench,
loosen car seat rail bolt  

3.Retighten car seat 
rail bolt.

This clamp allow you to connect it to the car floor or console.

Hole Diameter: 4.5 mm

For permanent installation, connect the Multi-Flex 
Security Car Mount to the floor or console. This will 
require drilling into your vehicle’s interior surface.

Drilling into the dash, floor, or console 
will permanently damage the vehicle. 
Use caution and consult a mobile install 
professional to avoid drilling into the 
gas tank,electrical system or other 
highly sensitive vehicle components.

!

1.Make holes on the floor or 
console of the car according to 
the holes you selected on the 
clamp.

2.Screw up the clamp 
     to floor or console 
           of the car.

Do not install CTA’s products over an air bag cover or within the air bag deployment zone. CTA Digital, Inc. assumes no responsibility 
of liability for injury or death as a result of car crashes and / or air bag deployment.
CTA is not responsible for any damages caused to your vehicle, your device, or yourself due to the installation or use of this product.

!
Safety Precautions
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