
INSTALLATION GUIDE

LED Commercial Down Light | 19 Watts 
BL-CL-107-NW

www.brightlight.co.nz | 0800 952 000

IMPORTANT SAFETY NOTES

1. Switch off the electricity at the mains before commencing installation or lamp
change and (if a fuse box is used) remove the appropriate circuit fuse to avoid
accidental switching on of the mains supply.
2. Connect to a 220V-240V supply in accordance with AS/NZS regulations.
3. Make sure all connections are tight with no loose strands.
4. Ensure fire regulations are not being breached when fitting your lights.

WARNING

1. For indoor use only
2. Please ensure that the packaging is disposed of in a safe environment
3. If cable is defected, do not use or exchange the cable
4. A qualified electrician should be used to install the products.
5. Do not look directly at the lamp.
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Please read these instructions carefully before 
commencing installation and retain for future reference. 
These products must not be modified. If any modification 
is made it may invalidate the warranty and may render the 
product unsafe. All electrical installation must be carried 
out according to current AS/NZS Wiring Regulations. 

For commercial use only. 
Do not install in 
residential housing.
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1.3 Kg

Dimensions in mm

Mains dimmable using trailing 
edge dimming

175

DOWN LIGHTS | 19 WATTS

SAFETY NOTES
-  Switch off the electricity at the mains before commencing installation.
-  If a fuse box is used, remove the appropriate circuit fuse to avoid 
   accidental switching on of the mains supply.
-  Connect to a 220-240V AC supply in accordance with NZ regulation.
-  Make sure all connections are tight with no loose strands.
-  Ensure fire regulations are not breached when fitting downlight.

SYSTEM 
WATTS

22W

LUMENS 2200lm

VOLTS 220–240V AC
50/60Hz input

POWER 
FACTOR

≥0.90

OPERATING 
TEMP.

-20°C ~ +60°C

COLOUR Natural White 
4000K

CRI 83

BEAM ANGLE 60°

GLARE  
CUT-OFF

30°

SOURCE LIFE 50,000 hours

LED BRAND Samsung

WARRANTY 3 years

COMPLIANCE

DIMENSIONS Ø208 × H92mm

CUT-OUT Ø175mm

WEIGHT 1.3kg

HOUSING Die-cast aluminium 
fixture, high grade 
PMMA diffuser, with 
aluminium reflector

MOUNTING 3 × adaptable and 
rotatable fixing clips

INGRESS 
PROTECTION

IP40

CONNECTION 
METHOD

External driver with 
concealed screw 
terminals

CONTROL Non-dimmable
Dimming options 
available upon request

Ø175mm

WARNING
-  Indoor use only.
-  Please ensure the packaging is disposed of safely.
-  If any cable is defective, do not use.
-  Only a registered electrician should install this product. 
-  Do not look directly at the lamp.

INSTRUCTIONS

FIRE RISK
Required clearance from structural members and building elements is 20mm SCB 
(side clearance to building element) and HCB (height clearance to building element).

CODE LED WATTS

BL-CL-107-NW 19W

SUPPLIED WITH A NON-DIMMABLE DRIVER
FOR COMMERCIAL USE ONLY

INSTALLATION GUIDE

Actual product characteristics may vary. Bright Light reserves the right to improve, modify or update the product designs without prior notice. 0800 952 000 | www.brightlight.co.nz | BRIGHTLIGHT


