
PRODUCT SPECIFICATIONS

Actual product characteristics may vary. Bright Light reserves the right to improve, modify or update the product designs without prior notice.

Ø38

CABLE BASE MINI 38MM

FINISH CODE

ANODISED BL-LP-S112A

BLACK BL-LP-S112B

WHITE BL-LP-S112W

Ø9

8
3.3

screw hole
3 x screws included
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1. Select appropriate ceiling location for 
cable base - should be into suitable 
material and above luminaire where the 
power feed cable can connect to the 
LED driver. 

2. Drill hole in ceiling for power feed cable.
3. Thread the power feed cable through 

face plate then base and ceiling hole. 
Use the included bushing lamp snap 
for cables ≤Ø5.8mm.

4. Measure required cable length, then 
tighten the cable locking pin (with 
bushing lamp snap inserted from above 
if required) to prevent excess cable from 
slipping.

5. Position and screw the base onto 
ceiling using the three mounting holes, 
ensuring the ceiling hole is aligned 
centrally.

6. The face plate has a prefixed magnet 
ring. Simply press up against base. 

CABLE LOCKING GRUB SCREW
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POWER FEED
(CONNECT TO 
LED DRIVER)

BUSHING LAMP SNAP
Required for cables ≤5.8mm to ensure cable 
locking grub screw has secure grip on cable.

MAGNET 
FACE PLATE

3 × SCREWS   
(8G × 45)

INSTALLATION 


