
get a 30metre OFF THE REEL - use as 
needed, when needed & avoid offcuts!

30m reels & BOX

IP20 INTERIOR
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3000K

4000K

CODE WATTAGE COLOUR LUMENS EFFICACY CUT LENGTH

BL-LS-COB6-WW-30M
6W/m

WARM WHITE 3000K 563lm/m 94lm/W
16.66mm

BL-LS-COB6-NW-30M NATURAL WHITE 4000K 649lm/m 108lm/W

BL-LS-COB9-WW-30M
9W/m

WARM WHITE 3000K 769lm/m 85lm/W
16.66mm

BL-LS-COB9-NW-30M NATURAL WHITE 4000K 875lm/m 97lm/W

BL-LS-COB12-WW-30M
12W/m

WARM WHITE 3000K 1036lm/m 86lm/W
15.62mm

BL-LS-COB12-NW-30M NATURAL WHITE 4000K 1145lm/m 95lm/W

CHIP ON BOARD
COB LED
RIBBON STRIP

Vs
2mm*

COB

8mm*

TRADITIONAL

LED PITCH *based on typical models

'Chip on Board' LED ribbon is a leading-edge technology using small LED 
chips mounted directly onto a PCB with a single line of phosphor providing 
better than ever dot-free continuous illumination. 


