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PL76627 - PL76628

TECHNICAL SPECIFICATIONS

THERMAL
TECHNOLOGY

• Battery pack
• Battery pack charging kit
• MicroUSB cable
• IR illuminator connector plug
• Mount
• Cleaning clothe
• Carrying case
• Hex wrench

INCLUDED ACCESSORIES

Sensor Resolution 1280x720
Type of Sensor CMOS
Display type AMOLED
Display Resolution, pix. 1024x768
Integrated video recorder Yes
Integrated Wi-Fi module Yes
Stream Vision support Yes
Magnification, x 4.5 - 18
Digital zoom, x 2x/4x gradual, 

1-4x continous

Lens diameter, mm 40
Lens focus, mm 50
Field of View, ft@100yd 32.7-18.6
Range of detection, yd / m 600 / 550
Battery type B-Pack 
IR Emitter LED
IR Wavelength, nm 850
Width, in/mm 1.7 / 47
Length, in/mm 14.57 / 314
Weight, oz 4.6

FEATURES
• Built-in precision laser rangefinder
• 550-600 yard detection range 
• 4x digital zoom - continuous zoom and 2x, 4x stepped zoom
• Picture in picture digital zoom
• Built-in recording with sound
• Stream Vision app connects scope to smart device for remote viewing
• Direct streaming to Youtube via Stream Vision app

TECHNICAL SPECIFICATIONS

DIGISIGHT ULTRA N455 LRF  DIGISIGHT ULTRA N455 LRF  
PL76628PL76628

Sensor Resolution 1280x720
Type of Sensor CMOS
Display type AMOLED
Display Resolution, pix. 1024x768
Integrated video recorder Yes
Integrated Wi-Fi module Yes
Stream Vision support Yes
Magnification, x 4.5 - 18
Digital zoom, x 2x/4x gradual, 

1-4x continous

Lens diameter, mm 40
Lens focus, mm 50
Field of View, ft@100yd 32.7-18.6
Range of detection, yd / m 550 / 500
Battery type B-Pack 
IR Emitter LED
IR Wavelength, nm 940
Width, in/mm 1.7 / 47
Length, in/mm 14.57 / 314
Weight, oz 4.6

• External power supply adaptable
• 5 rifle profiles with 10 zero distances
• Variable electronic reticles 
• One-shot zeroing with freeze function and zoom
• Modular IR illuminator
• High resolution AMOLED display
• Stadiametric rangefinder


