
StreamValve IP

MPEG-2 or H.264 Transport Stream Recorder/Player Application
with IP Input and Output for Continuous Playback and/or Capture of
Transport Streams from a "Bouquet" by Time or by Size (Bytes).

Product Description
StreamValve IP is a transport stream
recorder player software application with an
integrated transport stream analyzer. It is
ideal for testing high-speed fiber-optic links
and copper-based IPTV links. We envision
this product to be useful in product testing
and development and real-world broadcast
applications.

Provisioned for Transport Streams to be
Sent to Single or Multiple UDP/IP or TCP/IP
and RTP/IP (record only) Addresses.
Includes a Built-in Transport Stream
Analyzer. This is a Stand-Alone Application
that Works with Most Ethernet Ports and
Requires No DVEO Hardware.

Key Features
- MPEG-2 or H.264 transport stream input and
output over IP (UDP/TCP/RTP)
- Supports unicast, multicast, and broadcast
- Rate Control for IP transmission provided by
proprietary technique
- Plays and captures TS over IP from all well-known
video encoders, decoders, and servers including
Harmonic, Tandberg, Omneon, and many others

Applications
- Ideal for generating test streams for testing Fiber
Optic and other High-Speed IP links
-Backup source for TS over IP
- Snooping or capturing TS over Gig/E IP traffic
- Monitoring or viewing a TS over Gig/E IP streams
- Video over IP server for VOD testing



GUIs

View of All Tables (Displays the tables stored in the
Transport Stream)

View of Program Structure (Displays programs and
their corresponding elementary streams in the Transport

Stream, plus Bitrate, PIDs, and PCR information)

System Requirements
- Intel or AMD dual-core CPU
- 1Gb RAM
- One additional high-speed enterprise high-speed
hard drives for capturing and playing back files
- For high bit rate stream, use multiple hard drives in
striped RAID array
- At least single GigE NIC
- Windows® XP 32-bit, Windows 2003 Server 32-
bit, or Windows 2008 Server 32-bit with all
available updates done

Note: For optimum performance, use enterprise level SATA or
SAS hard drives.

Ordering Information
- StreamValve IP


