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After Discharge 

Procedure For Fire 

Systems 
System Activation  

 

When your fire system has been activated, the bottle must be sent for 
recertification to Protrust Solutions or one of our approved service 
agents. (Agent information can be found on our website). Failure to do 
this could result in the bottle failing at scrutineering.  

Where to fluid has discharged within the engine and cockpit area, this 
should be washed down with water and wiped clean where possible.  
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Company Name 

Protrust Solutions  

Street Address 

The Mill House, Packington 
Hayes 

City 

Lichfield 

Postcode 

WS14 9PN 

Phone 

01543 756850 

Email 

sales@protrustsolutions.co.uk 

Website 

www.protrustsolutions.co.uk 
 

Before Refitting the Bottle 
 

 

When the system has been activated, the AR-AFFF fluid used in the 
Firesense range, it can dry and leave a residue within the pipework 
which can cause a restriction and even block the nozzles. 

 

It is advised that the following steps are carried out to ensure your fire 
system operates at its full potential in the event of a fire.  

 

1. Remove the pipework from all the nozzle and disconnect from 
the bottle. 

2. Using compressed air, blow down each nozzle to ensure there 
is no blockage 

3. Using compressed air, blow down the pipework from the bottle 
end to clear any debris from the pipes.  

4. Reconnect all pipework ensuring they are fitted fully by pulling 
on the pipe after fitment.  

 

Reinstall the Bottle 

 
When the above steps are complete, you can now reinstall the fire 
bottle. Make sure the control box is in the inactive switch position on 
electrical systems before reconnecting the connector on the bottle.  
 

 

Maintenance Checks 
 

it is advised to check the pipework from time to time to ensure there no 
kinks or cuts. This is to prevent restrictions when the system activated 
or leaks. 

 

Check the pipework is fitted correctly within the bottle, push fit 
connectors and nozzles.  

 

 


