
Thank you for your purchase of the 333 Fabrications Cam Eliminator Kit!  

Tag us on Instagram @333Fabricationsllc 

 

95.5-04 Tacoma, 96-02 4Runner, 00-06 Tundra, 01-07 Sequoia 

 

Please wear appropriate safety gear during install. 

 

Note: Plates are raw steel and are recommended to be coated before install to prevent 

corrosion. 

 

Installation Instructions: 

1. Chalk tires, lift the vehicle and secure with jack stands. 

2. If vehicle has been recently aligned, make note of cam lobe position as it sits. This will be your 

starting point when you install the plates. 

3. Remove all factory alignment cam hardware (Cams, Bolts and sleeves). 

4. Begin installing the cam plates and hardware to the closest position that the lobes were at 

before. If unsure, start at the neutral position in which the bolt is centered and the plates are 

biased up. Make sure the two plates per individual bolt are oriented in the same position 

(matched together), otherwise the bolt will be held at an angle in the LCA mount. 

5. Install the front two bolts with the head facing the front of the vehicle and the threads facing 

the rear. Do the opposite of this for rear two bolts.  

a. Note: It may be necessary to partially uninstall the power steering rack in order to install the 

rear two bolts.  

b. Tip: It is recommended to use anti-seize on the bolt shank and blue thread locker on the 

threads. 

6. Complete this procedure for all 4 pivots. 

7. Snug hardware but not tighten all the way. 

8. Place the vehicle on the ground, stabilize suspension and torque the bolts to 110ft/lbs 

9. Check vehicles alignment. 

10. Make adjustments if necessary. The plates have 3 forms of adjustment (+,0,-). Take necessary 

steps to orient plates to best suited position. 

 

*DISCLAIMER: 333 Fabrications Cam Eliminator Kits are for off-road use only. Tire wear may be 

affected under long term use if not used in conjunction with adjustable UCA’s. 


