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Description 
 
Idealband is the ultimate vapour barrier and flashing tape 
combining the highest quality self-adhesive bitumen 
rubber tape with a strong, reflective and weather resistant 
aluminium layer. The product is designed to provide 
adhesion so superior, priming is not required on the 
majority of surfaces. With the addition of Idealband’s 
excellent moisture and UV resistance properties, it can be 
used both internally and externally. Idealband’s durability, 
ease of application and adhesion allows it to be used for 
a multitude of other applications without special tools and 
skills. 
 
Uses 
 
Idealband is ideal for use as an internal and external 
vapour barrier for cold storage installations. Other 
applications include sealing, repairing roofing and 
flashings (chimneys, roof windows, skylights, fire walls, 
antennae, gutters, downpipes,etc), sealing and 
waterproofing of terraces, balconies, foundations, walls 
and waste water systems. It is recommended especially 
for repairs in hard to reach places, and in situations 
where an emergency seal is required for example 
caravans. Idealband is suitable for use on most building 
materials such as metal, wood, ceramics, concrete and 
plastic (some types of PVC).  

Technical Detail 
 

Service Temperature 
Shelf Life 

°C 
 

-10 to +100 
36 Months 

 
Colour 
 
Aluminium 
 
Sizes 
 

50mm x 10m | 75mm x 10m | 100mm x 10m 

150mm x 10m | 225mm x 10m | 300mm x 10m 

 
Application 
 
Surfaces must be clean, dry and dust free. To avoid any 
creasing remove approximately 50mm of backing paper 
and carefully position the sealing strip, hold backing 
paper firmly and remove it steadily from the sealing strip 
as the product is applied. Smooth into position using 
hand pressure, a hand roller or rounded wood smooth to 
ensure the Idealband has total contact with the surface 
expelling any air. When overlapping rolls, ensure overlap 
is a minimum of 25mm for a watertight seal. 
 
Limitations 
 
When used in conjunction with sealants we recommend 
using Idealseal Food Grade Silicone, Idealseal Auto-
Marine Sealant & Adhesive or Idealseal MS290 Sealant & 
Adhesive. Do not use in conjunction with flexible PVC, 
vinyl or acetic cure silicone sealants. Any form of acidic or 
alkaline liquid will attack the product and should be 
avoided. Before use at low temperatures (at temperatures 
below 5°C), Idealband should be placed for a minimum of 
48 hours in temperatures above 10°C, in order to improve 
adhesive properties.  
 
Health and Safety 
 
Safety data sheet (MSDS) must be read and understood 
before use of the product this is available on request and 
via the Ideal Chemical Products website.  
 
Liability 
 
The information given is the result of our tests and 
experience and is believed to be accurate and reliable. 
However as Ideal Chemical Products Limited cannot 
know all the uses its products may be put to, and as 
application methods are out of our control it is the users 
responsibility to determine suitability of use. 

Idealband Vapour Barrier & Flashing Tape 

The ultimate vapour barrier and flashing tape. 


