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Description 
 
Idealseal Firecheck Intumescent is an acrylic based, 
halogen free joint sealant formulated to swell when 
temperatures exceed 125°C resisting the passage of fire 
and smoke. It has very good adhesion to many surfaces 
and cures to form a tough, flexible, paintable seal. In 
addition, it is easy to apply, almost odourless and non-
corrosive to metals. The sealant achieves a 4 hour fire 
rating conforming to BS EN 1366-3: 2004, BS EN 1366-4: 
2006 and BS476 Part 20 and 22. It can also be used as 
an acoustic sealant conforming to BS EN ISO 10140-2: 
2010 sound reduction index 55Db. 
 
Uses 
 
Idealseal Firecheck Intumescent is ideal for interior joints 
where a fire retardant seal has been specified to prevent 
the passage of fire and smoke. It is commonly used in fire 
retardant constructions within the general construction, 
cold storage and marine industry. Applications include 
perimeter pointing around door and window frames, joints 
between floors and ceilings, around pipe and cable work. 
It also has very good adhesion to most building materials 
including concrete, brickwork, aerated concrete, painted 
wood, anodised aluminium and PVCu. 

Technical Detail 
 

Base 
Density 
Skin Time 23°C/50%RH 
Shelf Life 
Shore A Hardness 
Movement Accom. 
App. Temp. Range 
Service Temp. Range 
Frost Resistance 

 
g/cm

3
 

 
 
 
 
°C 
°C 
°C 

Acrylic Dispersion 
1.60 
15 min 
18 months 
25-30 
±7.5% 
5 - +30 
-20 - +60 
-15 

 
Colour 
 
White 
 
Packaging 
 
310ml x 25 
 
Application 
 
Surfaces must be clean, dry and dust free. Cut the 
cartridge seal and screw on nozzle which should be cut to 
required size. Gun the sealant firmly into joint ensuring no 
air is trapped behind. Tool with a spatula wetted whilst 
acrylic is still wet. If required place masking tape along 
joint edges, removing within 5 minutes of application. 
 
Limitations 
 
Not suitable for PE, PP, PC, PMMA, PTFE, soft plastics, 
neoprene and bituminous substrates. 
 
Health and Safety 
 
Safety data sheet (MSDS) must be read and understood 
before use of the product this is available on request and 
via the Ideal Chemical Products website.  
 
Liability 
 
The information given is the result of our tests and 
experience and is believed to be accurate and reliable. 
However as Ideal Chemical Products Limited cannot 
know all the uses its products may be put to, and as 
application methods are out of our control it is the users 
responsibility to determine suitability of use. 

Idealseal Firecheck Intumescent 

An intumescent acrylic joint sealant which resists the 
passage of fire and smoke for up to 4 hours.  


